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GMP-2-D15

Rubber-metal element � Typ GMP-2
Buffer element, cylindrical cross section with male and female thread

� for simple elastic bearings
� highly versatile in e.g. 
 � mechanical engineering
 � electrical industry 
� for damping sound and  

vibration
� for compressive stress
� for shearing stress
� for superimposed  

compressive/shearing stress
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Load
Ftol *

N

Compressive stress Art. No.

Dimensions/stress 

* Ftol is the tolerable static permanent load: a dynamic alternating load can be superimposed. 
The stated tolerable loads are only approximate indications for the static load. 
Delivery only possible in the stated packaging quantities (far-right column).

Note

Please comply with general technical  
instructions. Subject to technical alte-
rations and deviations resulting from 
the manufacturing process.

Version

Structure type GMP-2
Buffer element, one side with 
threaded bolt (male thread), 
other side with nut thread (female 
thread)

Material: 1.0038 (S235JR) / 8.8
Corrosion protection: oiled or  
electrogalvanized

Rubber element

Cylindrical rubber element with metal plates vulcanized onto both sides
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Rubber grade Possible usesRubber hardness

NBR hard – 70 Shore A
medium – 60 Shore A
soft – 45 Shore A

Water, gas, fuel oil, mineral oil


