S

VG SERIES 61 KNIFE GATE VALVE ORBINOX

VALVE SOLUTIONS IN MORE THAN 70 COUNTRIES

The SERIES 61 (VG) model knife gate valve is a wafer type valve equipped with two metal reinforced rubber sleeves,
designed for applications with abrasive slurries. The SER.61 (VG) slurry knife gate valve is mainly used in industries such
as Mining, Chemical Plants, Power Plants, Wastewater Treatment Plants, efc.

Product description:

* Bi-directional wafer type knife gate valve
* Size range of DN 2"-36" (larger sizes upon request). See Dimension Charts for pressure rating
® Rising stem
e Standard flange connection: DIN PN10 (EN 1092-2) and ANSI B16.5 (class 150)
Others available upon request
* Manual (handwheel and bevel gear), pneumatic (single and double-acting), electric and
hydraulic actuation options available
* For EU Directives and other Certificates, please see the document:
Directives and Certificates Compliance - Knife Gate Valves - Catalogues and Datasheets
Features:

* Wafer type cast monoblock body with two machined lateral openings where the sleeves fit
perfectly. Grease nipples to lubricate the gate are standard

* Open at the bottom for draining purposes, also available with covers or splash guards

* Rectangular shaped stainless steel gate, polished both sides to reduce friction and to avoid
seat damage

* Metal reinforced rubber sleeve seats, designed to allow maximum flexibility and minimum effort
during gate travel

® EPDM packing as standard. Conventional leak proof packing also available

® RAL-5015 blue epoxy-coating on all cast iron/carbon steel components

e Automated valves provided with gate guards in accordance with EU Safety Standards. Only in EU

e Other options: open-closed lockout system, flush ports, special materials, fabricated valves,
gate coatings, etc.

® Actuation accessories: limit & proximity switches, mechanical stops, positioners, solenoid valves,
manual overrides, fail safe systems, stem extensions and floor stands

STANDARD PARTS LIST

1 Body Ductile iron A536 (60-40-18) / 0.7040 / GJS 400
2 Gate AISI 304 (1.4301) / AlSI 316 (1.4401)

3 Sleeves Natural rubber / EPDM

4 Packing EPDM

5  Gland Follower A570 GR.40 / 1.0044 Epoxy coated

6 Yoke A570 GR.40 / 1.0044 Epoxy coated

7  Grease Nipple Zinc coated carbon-steel

8 Stem Stainless Steel

9 Stem Protfector A570 GR.40 / 1.0044 Epoxy coated

10 Bevel Gear -

* Refer to full catalogue for complete details
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ORBINOX

VALVE SOLUTIONS IN MORE THAN 70 COUNTRIES

VG SERIES 61 KNIFE GATE VALVE

DIMENSIONS Handwheel Rising Stem

| |
2" 150 psi 2.12 236 567 4 413 579 185 886 17.52 2.48 ‘
2" 150 psi 212 236  6.46 4 452 638 1.85 886 1850 275
3" 150 psi 224 248 7.05 4 4.88 6.97 185 886 1949 3.54
4" 150 psi 224 248 673 421 552 760 263 1220 5439 4 | ,
5" 150 psi 2.5 271 8 4.21 6 9.21 263 1220 28 4.80 -
6" 150 psi 2.5 2.71 937 421 689 1020 263 1220 29.33 5.07
8" 150 psi 3 326 1145 650 807 1283 275 1614 37.20 6.46 T
10" 150 psi 3 326 1362 - 9.64 - - - - 7.83 w
12" 150 psi 324 354 1555 11.02 - - 9.09
14" 150 psi 324 354 18 - 12.79 - - - - 10.12
16" 150 psi 374 402 2011 14 - - 11.45
18" 90-150psi® 375 406 2220 - 16.53 - - - - 12.48
20" 90-150psi” 476 508  24.52 18.19 - - 13.58 A
24" 90-150psi” 476 508 2874 - 20.08 - - - 16.26
Al*: installed face to face
A2*: minimum required dimension for installation -
@ Dyplex gate for 150 psi

G
= S P ﬂalw DIMENSIONS Pneumatic Actuator (D/A)
_PCYLWNDEF'
- \ I 2" 150psi 212 236 567 4 413 830 8 458 2031 248  C4"-315"  1/4"
| | 25" 150psi 212 236 646 4 452 870 842 458 2165 275  C4"-374" /4"
[ — — . 3 150psi 224 248 705 4 488 1012 944 551 2445 35 C5"-4.33"  1/4"
TR b * 4 150psi 224 248 673 421 552 1063 1016 551 2708 4 Cs-512"  1/4"
- il | o .l$ 5 150 psi 2.5 271 8 4.21 6 1452 1173 689 3216 480 C6.30"-6.30" 1/4"
< ks 6" 150psi 25 271 937 421 689 1555 1272 689 3515 508 C6.30"-7.28" 1/4"
“ -4 8" 150 psi 3 326 1145 650 807 1826 1567 866 4201 646  C8-9.44"  3/8"
& ‘_:r | ¢ 10" 150 psi 3 326 1362 728 964 1988 1850 1090 4803 7.83  Cl0°-11.42" 3/g"
B 12" 150psi 324 354 1555 10 1102 2583 21.18 1318 5803 9.10 C12"-13.58" 1/2"
t 14" 150psi 324 354 18 11.42 1279 2803 2560 17.48 6642 1012 Cl4"-1555" 3/4"
16" 150psi 374 402 2011 1142 14 3027 2775 1748 7181 1146 Cl4"-17.72" 3/4"
18" 90-150psi® 375 406 2220 11.42 1653 3299 30.19 2027 7972 1248 Cl6"-19.68" 3/4"
. 20" 90-150psi® 476 508 2452 11.42 1819 3531 3303 2027 8653 1358 C16"-22.04" 3/4"
“ 24" 90-150psi® 476 508 2874 11.42 2008 3893 3625 2027 9527 1626 Cl16"-2578" 3/4"
A1*: installed face to face
A2*: minimum required dimension for installation
@ Duplex gate for 150 psi
DIMENSIONS Electric Actuator Rising Stem
; - .
2 150psi 212 236 567 4 413 570 563 630 2374 1043 980 244 937 248 148
25" 150psi 212 236 646 4 452 629 563 630 2472 1043 980 244 937 275 148
3 150psi 224 248 705 4 488 728 563 630 2606 1043 980 244 937 354 222
4" 150psi 224 248 673 421 552 748 563 630 27.08 1043 9.80 244 937 393 2581
5" 150psi 25 271 8 421 6 925 563 630 4331 1043 980 244 937 480 29.50
6" 150psi 25 271 937 421 689 1024 563 630 4559 10.43 9.80 244 937 508 36.87
8 150 psi 3 326 1145 650 807 1300 610 7.87 5007 11.14 10 255 976 645 518
10" 150 psi 3 326 1362 7.28 964 1594 610 7.87 5460 1114 10 255 976 7.83 814
127 150psi 324 354 1567 10 1102 1819 610 7.87 5724 11.14 10 255 976 909 88.50
14" 150psi 324 354 18 10 1279 20.47 622 1240 6307 1531 1322 354 1125 1012 117.99
16" 150psi 374 402 20.11 1068 14 2283 6.22 1240 6653 1531 1322 354 11.25 11.46 177.09
18" 90-150psi® 375 4.06 2220 11.42 1653 2539 622 16 7178 1531 1322 354 11.25 1248 147.49
20" 90-150psi" 476 508 2452 11.42 1819 2775 622 16 7578 1531 1334 3.54 11.25 13.58 221.27
24" 90-150psi® 476 508 2874 11.42 2008 31.65 622 20 8346 1693 1437 453 1193 1626 29502
28" 75psi 712 7.48 3326 1260 22.68 3681 622 16 109.05 1531 13.34 358 11.25 1870 331.86
30" 75psi  7.36 7.67 3622 1260 2382 3807 7.48 20 113.38 1693 1437 453 1193 20  405.60
32 75psi 811 842 39.68 1260 2578 42.44 7.48 20 119.48 1693 1437 453 11.93 21.65 442.48
36" 75psi 887 921 4350 1260 27.75 4606 7.48 20 12520 1693 14.37 453 11.93 2440 553.10

Al*: installed face to face
A2*: minimum required dimension for installation
@ Duplex gate for 150 psi
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