SAMANDIRALI KONDENSTOP

BALL FLOAT STEAM TRAP

HSK-50D - HSK-50F

MHELS

HOSE-EXPANSION JOINT-LEVEL CONTROL-STEAM TRAP

Hels HSK-50 hava tahliye Uniteli samandirali kondenstoptur. Yatay
pozisyonda montaj edilen HSK-50 kondensi surrekli tahliye eder ve
kondens tahliyesinin hizli olmasi gerektigi durumlarda tercih edilir.
Sistem galismaya bagladiginda termostatik hava atici devreye girerek
sistemdeki havayi tahliye eder. Ardindan gelen buhar hava aticiy
kapatir, ancak kondens kondenstopa gelir gelmez samandira
kalkarak ana valfi agar ve kondensin tahliyesini saglanir. Buhar tekrar
kondenstopa ulastiginda samandira inerek ana valfi kapatir.

SIPARIS ORNEG

HSK-50 1/2"
Siparis sirasinda ; Baglanti tipi , buhar basinci, buhar sicaklig,
kondens yuki, ters basing bilinmelidir.

Hels HSK-50 is a float steam trap with integral air vent. HSK-20 can
be installed horizontally and it discharges condansate continuously
and it is used in conditions when prompt condansate discharge
requires. Firstly air in the system is discharged by thermostatic air
vent and afterwards steam closes air vent. When the condansate
passes through inside of steam trap, ball float is activated and
provides main valve open. As soon as condansate discharged, steam
arrives to steam trap and turns off the main valve.

SAMPLE ORDER

HSK-50 1/2"
Please inform connection type, steam pressure, steam
temparature, volume of condansate, delta P

Anma Basinci — Nominal Pressure PN25

PMA- Maksimum izin verilen basing (bar) 25

TMA- Maksimum izin verilen sicaklik (°C) ~ 300°C, 18 bar
PMO- Maksimum galisma basinci (bar ) 25

TMO- Maksimum g¢alisma sicakhigi (°C) 275°C, 18 bar
PMX- Maksimum fark basinci (bar) 45-10-14
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MHELS

HOSE-EXPANSION JOINT-LEVEL CONTROL-STEAM TRAP

MALZEME LISTESI — MATERIAL LIST

Govde - Body
Kapak - Cover

Kapsul - Capsule

Civata - Bolt

Samandira - Float

0O N OO U B~ W N P

Kapsul Sidi - Capsule Seat

Ana Valf Grubu - Main Valfe

Kapak Contasi - Cover Gasket

GGG40.3
St 37,2
AlISI 304
AISI 304
8,8

AISI 304
AlS| 431
Graphite

TAHLIVE KAPASITES] / FLOW RATE CAPACITY KG /H

Olgii / Size

KESIT B-B

KONDENSTOP
STEAM TRAP

A

Fark Basinci / Differantial Pressure Bar

1/2-3/4 4,5 bar 105
1/2-3/4 10 bar 55
1/2-3/4 14 bar 38

1” 4,5 bar 300
1” 10 bar 105
1” 14 bar 55

AGIRLIKLAR — WEIGHTS

1/2-3/4 =
1” 108
DN15 95
DN20 105
DN25 117
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370 390 400
250 270 280 290 310
620 660 690
370 390 400 440 490

HSK50 Samandirali kondenstop Basingli
ekipmanlar yénetmeligi PED 97/23/EC
istemlerini karsilar. Grup 2 de yer alan
akigkanlarin kullanimi i¢in uygundur.
Madde 3,3 e goére CE markalamasi
yapilamaz.

HSK50 Ball float steam trap complies of
requirements of the europen Pressure
Equipment Directive PED 97/23/Ec. It is
suitable to use for flow medias in group 2.
No need for CE marking acc. to article 3,3




