‘%" Diinyanin Vanasini Uretiyoruz / We Produce The World’s Valve

SOYVALVE

Kollektor Vanasi / Collector Valve
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NO PARGCAADI PARTNAME MATERIAL NO PARGAADI PART NAME MATERIAL
1 GOVDE BODY GGG40.3/ GG25 8 SETSKUR SCREW 304
2 SiT SEAT RG5/ 304 9 SALMASTRA PACKING GRAFIT
3 ML STEM 304 10 GLEN GLAND GGG40.3
4 INDIKATOR  INDICATOR  ST37 11 TCIVATA TBOLT 6.8 STEEL
5 KAPAK BONNET GGG40.3 12 CIVATA BOLT 8.8 STEEL
6 KLAPE DISC RG5 / 304 13 HENDIL HANDWHEEL  GG25
7 CONTA GASKET KLINGRIT 14 SOMUN & PUL NUT&WASHER STEEL
DN @D @k @ L b ©OR H H, STROK @dxn GO.KG FL.KG
50 165 125 102 183 20 160 380 130 18 18x4 17,5 13
65 185 145 122 202 20 160 420 1475 20 18x4 23 16,5
80 200 160 138 220 22 180 480 150 25 18x8 28,5 18
100 220 180 158 300 24 220 495 160 30 18x8 50 23
125 250 210 188 295 26 250 540 182 zp) 18x8 50 34
UYGULAMA ALANLARI / APPLICATIONS 2 ADET BAGLANTI FLANSI ILE VERILIR.
DENIZ SUYU, TATLI SU, YAG VE 120°C KADAR BUHAR DEVRELERINDE /WITH 2 OUTLET CONNECTIONS.

SEA WATER, FRESH WATER, OIL AND STEAM UP TO 120°C SYSTEMS

CALISMA SARTLARI / WORKING CONDITIONS: DIN 2401
BAGLANTILAR / ENDS; DIN EN 1092-2

GALISMA SICAKLIGI / WORKING TEMP:: -10°C/ 120°C
CALISMA BASINCI / WORKING PRESSURE : PN16

HTepHeT: www.tisys.ru  www.tisys.kz  www.tisys.by . .
TenedoHsbl: +7 (495) 7774788, 7489626, (925) 5007155, 54, 65
On. nouta: info@tisys.ru info@tisys.kz info@tisys.by






