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SOYVALVE
Tuvalet Calparasi-Firtina Vanasi (Génye Tip)/Storm Valve(Angle Type)
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NO PARGAADI PART NAME MATERIAL NO PARGAADI PART NAME MATERIAL
1 GOVDE BODY GGG40.3 11 SOMUN NUT CuZn39Pb3
2 KLAPE DISC RG5 12 SALMASTRA PACKING GRAPHITE
3 CONTA GASKET NBR 13 BASKIRINGI PRESS RING CuzZn39Pb3
4 KAPAK BONNET GGG40.3 14 BASKI SOMUNU PRESS NUT CuZn39Pb3
5 PIM & KOPILYA PIN & KOTTERPIN  CuZn39Pb3 15 GOSTERGE KOLU INDICATORARM  AIS| 304
6 CONTA GASKET NBR 16 SETSKURCIVATA  GRUB SCREW AlS| 304
7 CIVATA BOLT 8.8 STEEL 17 HENDIL HANDWHEEL GG25
8 ML STEM AlISI 420 18 SOMUN & PUL NUT & WASHER  STEEL
9  USTKAPAK LOCKING DEVICE ~ CuZn39Pb3 19 KORTAPA PLUG CuZn39Pb3
10 GOSTERGE INDICATOR AlS| 304
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50 80 165 200 125 160 20 20 180 96 90 290 18x4 18x8 3/4" 12,5
65 100 185 220 145 180 20 22 200 107,5 100 295 18x4 18x8 3/4” 16
80 125 200 250 160 210 20 22 215 129 108 305 18x8 18x8 3/4" 20
100 150 220 285 180 240 22 24 250 145 130 340 18x8 22x8 1° 27,5
125 175 250 315 210 270 22 24 290 177 152 400 18x8 22x8 1” 37
150 200 285 340 240 295 24 26 330 199 176 425 22x8 22x8 1" 52

TEKNIK OZELLIKLER / TECHNICAL PROPERTY

DIZAYN/ DESIGN: DIN HNA SR6

BAGLANTILAR / CONNECTIONS: FLANS EN1092-3/A (DIN2501)/ FLANGES EN1092-3/A (DIN2501)

CALISMA BASINCI / PRESSURE RATING: PN4 to PN10

CALISMA SICAKLIGI/ WORKING TEMP. : -10°C ile 60°C / -10°C to 60°C

FLANS SECENEKLERI/ FLANGE OPTIONS: ANSI veya JIS 6zel flang yapilabilir/ Special flange drilling acc. to ANSI or JIS

HTepHeT: www.tisys.ru  www.tisys.kz  www.tisys.by
TenedoHsbl: +7 (495) 7774788, 7489626, (925) 5007155, 54, 65
On. nouta: info@tisys.ru info@tisys.kz info@tisys.by





