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BUHAR KAZANLARI

SILINDIRIK SIVI - GAZ YAKITLI (SKOQG TiP)

STEAM FURNACES

Opsiyonel olarak LOYD ve TUV hidrolik test belgeli olarak Gretilmektedir
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SILINDIRIK
SIVI - GAZ YAKITLI (SKOC TiP)
ONDULE KULHANLI, BOMBE AYNALI

CYLINDERIC LIQUID - GAS FUELED (SKOTCH TYPE)
BURNING BED, CURVE MIRRORRED

BUHAR KAZANLARI
Steam Furnaces

. WBKS serisi silindirik yapida, Gg akimh, sivi ve gaz yakitl, alev duman borulu Yiuksek Basingh
Buhar Kazanlari.
WBKS serisi Yioksek Basincli Buhar Kazanlarimiz biuyik yerlesim birimlerinin isitilmasinda;
agac, tekstil, boya, sit ve benzeri sinai tesislerinizin buhar ihtiyacini kargilamak igin dizayn ve
imal edilmektedir. WBKS serisi kazanlar TS 377, Loyd kurallari, DIN ve EN normlarina gére
dizayn ve imal edilmektedir. isteginiz dogrultusunda Tirk Loyd'v veya TUV kontrolli
olarak imalat yapmaktayiz. Sanayi tesislerinizin en verimli bir sekilde galisabilmesi icin gerekli
tom ekipmanin (Ring istasyonu, Su Yumusatma Cihozi, Ekonomizer v.b.) tasarlayip imalatin
yaparak anahtar teslimi kuruvlmaktadir.
Kazanlarimizin imalatinda kullanilan malzemeler mensei ve Kalite sertifikali olarak ana sac
aksamlar DIN 17155 malzemeden imal edilmektedir.
Kazan borularimiz DIN 17175 - 2448 normunda dikissiz gelik gekme yiksek basingh kazan
borusudur. Dogalgaz yakabilir ve dogalgaza dénisebilir. SKOC tipte dizayn edilen
kazanlarimiz yioksek verimlidir. Kazanlarimiz ani buhar kullanimina imkan verecek sekilde
biyUk buhar hacimli olarak imal edilmektedir.
Buhar ile su zerreciklerinin suriklenmesini en azo indirmek i¢in kazan igerisinde su kiricilar
konulmaktadir. Yanma hicresi boyutlari cevreyi kirleten zararli emisyonlara ve Nox Olusumuna
meydan vermeyecek ve tam bir yanma saglayacak sekilde dizayn edilmektedir. Sizdirmazlik
contalari, kondens giris, buhar gikis, yizey bléfa, kazan bléfu, emniyet ventili flanglari, kazan
otomatik seviye kontroli ve seviye gdstergesi montaji igin gerekli dikey kollektér, havalik flang
kapasiteye gére 1 veya 2 bzel tasarim temizleme menholi ile techiz edilmistir. Kalite
sistemimizin temelini olusturan 1SO 9001 kalite sistemleri tasarim/gelistirme, Uretim, tesis ve
hizmet kalite yonetimi modeli segilmistir.
Kazan izolasyonu isteginize bagl olarak galveniz sac, aliminyum gofrajli sac veya paslanmaz
sac olarak yapilmaktadir.

« Ondule curled, Bombed Mirrored WBICS Series cylinderical structured, three currented, liquid and
gasfueled, fire, smoke piped High Pressure Steam Furnaces
WBKS series High Pressure Steam Furnaces are designed and produced for heating of big residance
areas and steam need for wood, textile, polish, milk, and etc industries
WBKS Series Furnaces are designed and produced according to TS 337, Lord Rules, DIN and EN Norms
Production is carried according to the waoy you require wirh Turkish Lroyd and Tuv.
All the equipment { Ring Station, Water Treating Device, Economiser..etc ) you regire for working industrial
in the most productive way are designed and installed in key submitting manner by us
The materials with orientation and quality certificoted are produced from main sheet iron parts DIN 17155
material. Our Furnaces pipes are in DIN 17175 2448 norm, unstiched steel pull high presurred furnace
pipes
Can use natural gas and can turn into natural gas. Our Furnaces designed in SKOTCH type are high
productive. Our Furnaces are produced with big steam volume so that it can give eligibility to use sudden
steam. Water Brokers are put in the furnace to invert the migration of steam and water droplets.
Burning Cell Dimensions are designed so that it will divert the harmful emissions dirtying the environment
ond Nox Production. The water-holding nails, condensed entrance, steam exit, surface blof, furnace blof,
security ventile flanshes, furnace automatic level control and level pointer assembly needing vertical
collector are equipped with air flansh with required capacity designed 1 or 2 special design cleaning
menhaol. The ISO 2001 Quality Systems basis of our quality system, is chosen four design / developement,
production, facility ond service quality management model. Furnace isolation is done as you require as
galvaniz sheet iron aluminium gofraged sheet iron or stainless sheet iron.
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SILINDIRIK (SKOC) SIVI-GAZ YAKITLI BUHAR KAZANLARI (TS 377)

Cylindiric (Scotch) Liquid-Gas Fueled Steam Furnaces (TS 377)

Urin Kodu
Product Code

Buhar Gich
Steam Power
Kg/h

Isil Kapasite

Heat Capacity

{Keal/h)

Buhar Alma
Vanas
Steam Exit Van.

Besleme
Feeding
(NW)
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YUKSEK BASINGLI
SIVI-GAZ YAKITLI
BUHAR KAZANLARI
(TS 377)
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HIGH PRESSURED LIQUID
GAS FUELED STEAM
FURNACES (TS 377)

Olgiler mm'dir.

Duman Yolu
Direnci
Smoke Way
Resistance

Emniyet
Ventili
Security Ventile
NW)

WBKS 10 10 300 180.000 | 1950[1450 | 1300 | 1600 | 250 40 25 25 30
WBKS 15 15 , 450 270.000 [2150| 1600 | 1400 | 1750 | 250 40 25 25 30
WBKS 25 25 [ 750 450.000 [2650[2100 | 1650|2000 300 50 32 32 40
WBKS 30 30 900 540.000 |2750/2150 | 1750|2150 | 300 65 32 | 32 40
WBKS 35 35 1.100 660.000 [3150/2550 | 1800 [ 2200 300 65 32 ' 32 40
WEBKS 40 40 1.350 810.000 [3150[2550 | 1900 | 2300 [ 350 65 32 32 50
WBKS 45 45 1.500 900.000 | 3200|2600 | 1900 | 2300 | 350 80 32 32 50
WBKS 50 50 1.650 990.000 3300|2700 | 1950 | 2350 | 350 80 32 32 50
WBKS 55 55 1.850 1.110.000 | 3450|2800 | 2000 | 2400 | 400 80 32 40 60
WBKS 60 60 2.000 1.200.000 | 3600|2950 | 2000 | 2400 | 400 80 32 40 60
WBKS 65 65 2.250 1.350.000 | 3700|3050 | 2050 | 2450 | 400 80 32 40 60
WBKS 70 70 2.400 | 1.440.000 | 3850|3200 | 2100 | 2500 400 100 32 40 70
WBKS 80 80 2.700 1.620.000 | 3900|3200 | 2150 | 2650 | 450 100 40 50 70
WBKS 95 95 3.200 1.920.000 |3900] 3200 [ 2250 [ 2750 450 100 40 50 70
WBKS 120 120 | 4000 | 2.400.000 42003500 | 2350 | 2900 500 125 40 85 80
WBKS 140 140 | 4.800 2.880.000 | 4500|3800 | 2500 | 3050 | 500 125 40 65 80
WBKS 180 180 6.400 3.840.000 | 5050|4350 | 2600 | 3150 | 500 150 40 80 80
WBKS 225 225 | 8.000 4.800.000 | 5050|4350 | 2900 | 3450 | 600 150 50 80 90
WBKS 250 250 | 10.000 5.000.000 | 5150|4450 | 3000 | 3550 | 600 150 65 100 90
WBKS 300 300 | T2.000 7.200.000 | 5500|6200 | 3000 | 3550 | 600 200 65 100 100

Gelismeler dolayisiyla 6lci konstriksiyon hakk: saklidir.
Istenilen ara kapasitelerde dizayn ve imalat yapilmaktadir.
Kapasiteler 6 aty. Isletme Basinc ve 70°C su girig sicakhd icindir.

- )
Developments, as o result measure construction right is reserved
Design & Production are carried out required sub capacities

Capacities are for & atu planilo8cem-BoRpocaM obpatiantees B-Hah odue 000 "TU-Cuctemc”:
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