
Ãðÿçåóëîâèòåëè â íàêëîííîì èñïîëíåíèè ñ ôëàíöåâûì ïðèñîåäèíåíèåì èëè ñ 
êîíöàìè ïîä ïðèâàðêó.

ñî ñìåíÿåìîé âíóòðåííåé ñåòêîé èç íåðæàâåþùåé è êèñëîòîñòîéêîé ñòàëè 1.4401, íà÷èíàÿ ñ 
Äí 65 ñ äîïîëíèòåëüíîé îïîðíîé ñåòêîé èç ïåðôîðèðîâàííîé âûñîêîêà÷åñòâåííîé ñòàëè 1.4571. 
Êîíñòðóêòèâíàÿ äëèíà ïî DIN EN 558- 1, Reihe 1. Ôëàíöåâûå ïðèñîåäèíåíèÿ ïî DIN (ïî çàïðîñó òàêæå ïî ÃÎÑÒ).

Strainer in “Y” type with flange connection or welding ends

with exchangeable inside screen made of stainless steel 1.4401, up to DN 65 with additional supporting screen made of stainless steel 1.4571. Face-to-
face dimension acc. to DIN EN 558-1, line 1, Flange connection acc. to DIN.

SF 311
SF 311/S
SF 312
SF 312/S
SF 319
SF 320

10/16
10/16
25/40
25/40
10/16
25/40

ôëàíöû / Flanges
ïîä ïðèâàðêó / Welding ends
ôëàíöû / Flanges
ïîä ïðèâàðêó / Welding ends
ôëàíöû / Flanges
ôëàíöû / Flanges

òåðìîñòîéêîå ñòàëü. ëèòü¸ / Cast steel
òåðìîñòîéêîå ñòàëü. ëèòü¸ / Cast steel
òåðìîñòîéêîå ñòàëü. ëèòü¸ / Cast steel
òåðìîñòîéêîå ñòàëü. ëèòü¸ / Cast steel
ëèòü¸ èç còàëè ñïåöèàëüíîé / Stainless steel casting
ëèòü¸ èç còàëè ñïåöèàëüíîé / Stainless steel casting

GP240GH (1.0619)
GP240GH (1.0619)
GP240GH (1.0619)
GP240GH (1.0619)
GX5CrNiMo19-11-2 (1.4408)
GX5CrNiMo19-11-2 (1.4408)

Ãðÿçåóëoâèòåëè 
Strainer
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Çàê.-¹
Order no.

Py
PN

Èñïîëíåíèå
Design

Ìàòåðèàë
Material
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Èñïîëíåíèå Äí 15-50
Design DN 15-50

Èñïîëíåíèå Äí 65 - 100, 250 - 350
Design DN 65 - 100, 250 - 350

Ãðÿçåóëoâèòåëè 
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Äåòàëü «Õ»
Äí 125  200
Detail "X"
DN 125 - 200
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Kv  ñîîòâåòñòâóåò ðàñõîäó âîäû ñ t = 5 - 30°C ÷åðåç ãðÿçåóëîâèòåëü â m³/h ïðè ïîòåðå äàâëåíèÿ ðàâíîì 
1 bar (1 êãñ/ñì²).

 The Kv-value shows the flow-through quantity in m³/h of water between 5°C up to 30°C at a pressure loss of 1 kp/cm²going through the 
valve (Kvs = Kv-value of type series).
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Ñåòêà ñòàíäàðòíàÿ / Standard screen

15
3,0
5,2

0,6 mm
0,4 mm

1,2 mm
0,6 mm

1,5 mm
0,8 mm

20
3,4
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31,2
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83,4
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4,0
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4,0
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125
4,3
301
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4,3
433
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4,7
737

250
4,8

1140

300
8,3

1248

350
8,3

1699

Ñåòêà ìåëêîÿ÷åèñòàÿ / Fine screen

15
4,5
4,2

0,25 mm
0,16 mm

20
5,1
7,1

25
5,4

10,7
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6,0

16,7

40
6,3

25,5

50
7,2

37,2

65
6,1

68,3
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6,0

104,4
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6,0
163
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6,4
247
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6,4
355
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7,0
604

250
7,2
931
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12,4
1021

350
12,4
1390

Ïîç.
Item

1
2
3

3.1
4
5
6
7
8

Êîðïóñ
Êðûøêà
Ñåòêà
Îïîðíàÿ ñåòêà ñ Äí > 50
Óïëîòíåíèå
Áîëò
Ãàéêà øåñòèãðàííàÿ
Óïëîòíåíèå
Ïðîáêà

Designation

Body
Cover
Screen
Supporting screen up to DN 65
Sealing
Screw
Hex.-nut
Sealing
Plug

GP240GH (GS-C25) 1.0619
GP240GH (GS-C25) 1.0619
X4CrNiMo17-12-2 1.4401
X6CrNiMoTi17-12-2 1.4571
ãðàôèò ñ ìåòàë. óñèëåíèåì./Pure graphite with metal insert

24CrMo5 1.7258
C35E (Ck35) 1.1181
                        áåç àñáåñòà / free of asbestos
Ñò. / St

GX5CrNiMo19-11-2 1.4408
GX5CrNiMo19-11-2 1.4408
X4CrNiMo17-12-2 1.4401
X6CrNiMoTi17-12-2 1.4571

A4-70
A4-70

A4-70

SF 311, 311/S, 312, 312/S SF 319, 320
Ìàòåðèàë / Material

Ìàòåðèàë / Materials
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Êîíñòðóêòèâíûå ðàçìåðû è âåñà / Structural dimensions and weights
Ïðèñîåäèíèòåëüíûå 

ðàçìåðû
Extension dimension

Ðàçìåðû ôëàíöåâ
Flange connection dimensions

Ñåòêà
Screen

Äí
DN

Py
PN

Âåñ, êã
Weight

[kg]

Äí / DN

Êîýô. ñîïðîòèâë. (Z) / Zeta values

Êîýô. ðàñõîäà (Kv), m /h / Kvs-values

Ðàçìåð ÿ÷åéêè / Mesh size

Òîëùèíà ïðîâîëîêè / Wire thickness

3

Äí / DN

Êîýô. ñîïðîòèâë. (Z) / Zeta values

Êîýô. ðàñõîäà (Kv), m /h / Kvs-values

Ðàçìåð ÿ÷åéêè / Mesh size

Òîëùèíà ïðîâîëîêè / Wire thickness

3

Íàèìåíîâàíèå
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Max. äîïóñêàåìûå ãèäðàâëè÷åñêèå ïîòåðè íà ãðÿçåóëîâèòåëå 1,5 bar, max. ñêîðîñòü ñðåäû 1,8 m/ñåê. (äëÿ âîäû)
The max. allowable differential pressure is 1,5 bar. The max. allowable flow speed is 1,8 m/sec. (water)

Ðàáî÷èå è ïðîáíûå äàâëåíèÿ äëÿ âîäû / Working and control pressure

¹-çàêàçà Py ïðîáíîå äàâëåíèå â êîðïóñå, bar     max. ðàáî÷åå äàâëåíèå, bar / max. working pressure in bar
Order-no. PN   Water test pressure in body in bar    20° C  120° C  200° C  300° C   400° C

SF 311 10 15 10 10   8   6    -

SF 311 16 24 16 16 14 11    8

SF 312 25 37,5 25 25 22 17  13

SF 312 40 60 40 40 35 28  21

SF 319 10 15 10   8   7   6    -

SF 319 16 24 16 12 10   8,5    -

SF 320 25 37,5 25 19 16 13,5    -

SF 320 40 60 40 30,5 26 21,5    -

Äí/DN   15   20   25   32   40   50   65   80 100 125 150 200

L 130 150 160 180 200 230 290 310 350 400 480 600

d1   21,3   26,9   33,7   42,2   48,3   60,3   76,1   88,9 114,3 139,7 168,3 219,1

d2   17   22   28   35   43   54   70   82 106 131 159 207

Èñïîëíåíèå ñ êîíöàìè ïîä ïðèâàðêó DIN 3239 T. 1, Reihe 1, Form 1
Design welding ends acc. to DIN 3239 part 1, line 1, form 1

Èñïîëíåíèå Äí 15  50
Design DN 15-50

Èñïîëíåíèå Äí 65  200
Design DN 65-200

N N

Available special designs:
• Other wire cloth
• Other screen materials
• Flanges acc. to  ASA
• Flanges with sealing surface acc. to DIN 2526
• With globe valve in cover
• With heating jacket
• With differential pressure indicator
• SF 319, SF 320 with welding ends

02/04

The construction, the measurements and the weights of the described valves represent the current technical standards. We reserve the right to change the technical details and to use 
materials of equivalent and higher quality. We accept no warranty for any printing or translation errors that might be found in this catalogue.

Óêàçàííàÿ àðìàòóðà ñîîòâåòñòâóåò ïî êîíñòðóêöèè, ãàáàðèòàì, âåñó è ïðèìåí¸ííûì ìàòåðèàëàì ñîâðåìåííîìó ñîñòîÿíèþ òåõíèêè è 
â äàëüíåéøåì ìîæåò áûòü èçìåíåíà. Çà âîçìîæíûå îïå÷àòêè èëè îøèáêè ïåðåâîäà ìû îòâåòñòâåííîñòè íå íåñ¸ì.

Ãðÿçåóëoâèòåëè 
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Ñïåöèàëüíûå èñïîëíåíèÿ:
• äðóãèå ðàçìåðû ÿ÷ååê ñåòêè
• äðóãèå ìàòåðèàëû ñåòêè
• ôëàíöû ïî ASA
• ôëàíöû ïî DIN 2526
• ñ ïðîäóâî÷íûì âåíòèëåì â êðûøêå
• c îáîãðåâàåìîé ðóáàøêîé
• ñ ìàíîìåòðîì äèôôåðåíöèàëüíûì
• SF 319, SF 320 c êîíöàìè ïîä ïðèâàðêó

Äåòàëü "Y"
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