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Company Protile

Yalteo mainly manufactura all kinds of cast iron butterfly valves and gate valves. The company have been dedicated in valve
manufacturing industry for tens of years and accumulate arich experience of producing valves . Intha year 2003, TKT valve started
to expand international market and export the products to warldwide countries. And for better development of foreign trade
business, in 2017 we built Daryu Valve Manufacture Limted of Hongkong and Valtec China Co.ltd and turned into Valtec Group, ,
products of Tianjin TKT Yaltec is all kinds of butterfly and gate valves. And main products of Valtec are all kinds of various valves
except butterfly valve and gate valve.Mow the company become one of China® s leading suppliers of water management valve

products and product solutions. Furthermore, we have built up our own strong brands  *TKT"and"WVALTEC™

TKT Waltec Valve' s core products include resilient butterfly valve, gate and all products canfarm to international

standards. TKT Valtec' squality systemis strictly certfified by IS0 2001, most products have approval of CE, TS, PED etc
As the guality is high quality price competitive, and service professional, our products hawve been exported to Europe, Marth
Armercia, Soth Amercia, Southeast Asia more than 200 countries, We are always creative to defining new standards in vahves for

watar, walcome to joinus and start awin=win business coopearation!




Enterprise qualitication
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One corner of the tactory

Advanced equipment and testing instruments,

Excellent process and strict quality management
system,

And gathered a professional and technical elite
and leading level of scientific and technological
leam,

Make full use of new technologies, technologies
and materials,

Ensure the stability and reliability of the product.




Product Highlights

Cluality is the “passport” for companies to go to market. Brands can
genarate strong expansion power and are the top priarity for the development of
survival maps. "Integrity, quality and quality is always the quality goal we always
puUrsLUe
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Soft Sealing Butterfly Valve Description
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Butterfly valve is used to adjust the medium flow in the pipe by opening and closing. It is simple structured. small volume, light
weighted with small installation size. It can be divided into three basic forms of connection as wafer type connection (including lug
wafer and L) wafer connaction), flange type connaction and clamped fype connection according to the body connection farmation.

Product parts and materials

Matarial narme

Gray iron

Spheroidal
graphite
cast iron

Aluminium
bronze

ZG1Cr13NIgTI
Stainless steel

CFa&M
Stainlass steal

Carbon steel

Coda

o

Matarial nams

Galvanized
ductile iron

Aluminium bronze

ZG1CH1BNIBTI
Sainless steel

Titanium

CFAM
Slainless stael

Carbon steel

CFB
Slainless steel

Cada

B

B2

B3

B4

BS

B&

B7

Material nama Material name Matarial nam

] Lubricated
5t ES | Matural
Stainless steel Bz atural gum
Carbon steel Teflon Hypalon

Ethylens
propylens rubber

Chicroprene
rubber

NER

Wear-resistant
rubber

Fluarine rublber

Heat resistant
ethylens
propylens rubber

Taflon

Coda

X1

X2

X3

x4

X5

X

X

a2

F4

Applicable
temperature T

=20~ +85C

=18~ #1357
Short=term
= 18~+149

=45 ~+135C
Short=term
=50~ +150
=7~ 4237

Shart=term
=T 107

=12~ 4+B27C
Shart=term
=12~4893
=10~ +1007C
—23 ~ +2007C

-23-+135T

+10 - 1500



A Type Wafer Butterfly Valve

Productintroduction

The factory production of type A, type LT wafer butterfly valve is to introduce advanced technology the United States, with
many years of the production history, has waon the naticnal quality award. Transmission mode; handle, warm gear, pneumatic,
electric ete.. The diameter ranges of DMN25~0DM1200.

The factory butterfly valve can be used in petroleum, chemical industry, food, medicine, paper making, water and electricity,
shipping, to the pipeline of the drainage, matallurgy, enargy, and the system, applicable to a variety of corrosive gas, liquid, sami
liquid and solid powdear meadium,

Product features

Butterfly valve is mainly consists of the valve body, a rotating shaft, valve plate, seat and drive mechanism (handle, worm and
warm wheel, gas dynamic or electronic device) elc,, by driving mechanism driven shafl and the butterfly plate rotation 1o achieve
the purpose of opening and closing and flow control. Its characteristics are as follows:

Simple and compact structure, compact and lightweight, easy disassembly, transportation and installation;

The 80 on-off switch quickly. Operation torgue small lightweight effort;

Good sealing performance, long service life, can achieve zero leakage;

Wide selection of materials, applicable for various media;

Similar to the linear flow characteristics, good regulating performance

Product performance specification

1.0 1.5 1.1 Fresh water, sewage, saa water, it wanmnanr Blusths
25~1200 air, Steamn, food, medicine, oil, A, B B

1.6 24 1.76 Acid, alkali atc. N

A Type Wafer Butterfly Valve

Stermn seal

The control device can be equipped

with flange - manual, worm gear, _

electric hydraulic and pneumatic control
davice eic.

Valve plate seal = the stem hole of
the sealing gasket and the valve stem
with tight and firmly embedded in the
valve szeat, with excellent sealing
performance, no leakage arcund the
valve stem.

Phenolic seat back seat - with no
shedding, tensile, anti leakage, easy
replacement, atc.

High precision valve plate - the
valve plate after polishing treatment,
with the valve seal with high precision,
good sealing, no leakage at the valve
stam

The valve plate is precise in size,

good sealing performance, no .~

interference between the valve plate and
the wvalve seat, theraby ensuring the
operating torque is small, the valve seat
service life is long and so on.

High precision and high strength—-
the device is suitable for installing the
contral handle and is suitable for various
control devices

Bronze sleave—-both supporting the
role of stem and easy to out of the valve
seal,

Cone pin--with high precision, the
valve stem and wvalve plale are
connected together with the
characteristics of anti vibration and
desorption, and easy to replace.

A pair of clamps and a single clip

_ body, the valve body on a variety of

materialz, including the wvalve seat, in
cluding pife,

Integral valve stem structure=-=good
ntegrity, =asy 1o control valve plale
opening and closing.

Stem seal is not easy to deform, so

" as to avoid the common valve stem

aakage.
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Replaceble Seat Butterfly Valve
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Buitable for PRIOPH1GANS SIS 10K, Coating
External FBE coating process with colour RALS0T thickness of 250w m.

Material of main parts Product performance specification

N s B oo camions
= B‘SZ? | EPDM:JEHENITE}N _ EM 558 Saria 20
— 1 e eN 1022
I o ) R o Tes EN 122661
E— Crcr B | Toornge 50 521
= T - ALOMINGH _ EPDM = +120°C NBR = +80°C

Product connection size

1.5" D40 33 =] 56 101 30 ] Fi5s 213 39
2 DHE0 43 733 72 132 30 B F05 213 a9
2.5 DHES A6 6 a0 138 30 B FO5 213 39
3 DMED A& 100.9 a5 153 30 ] FO5 213 . it
4 D00 ] 132 108 167 35 11 FOF 222 45
5 | DM125 GG 156 125 183 35 14 . FOF 206 I 45
& DM150 5& 185.4 136 . 195 35 14 FOF . 206 45
:h DM200 B0 2352 170 - 236 45 17 . F10 . 340 | 53

www.tkt-valtec.com

Anti—condensation butterfly valve

Hal

Hz2

Product connection size
w2 L w e e D e
oomm inch |

| 42 | 33 | 145 | 5 %?

40 112° 70 B8 250
50 z | s 43 B2 | s 51 47 68 | 250 |
65 2 &7 26 50 157 51 47 B8 250
80 | = . 8 | 4 @ | .5 | 51 | 47 68 250
100 & | o 52 12 183 51 47 B8 250

125 | 5 | 12 | s | 132 | 1 | e | &3 26 230
150 & 150 86 | 146 214 60 | &3 86 330

Product connection size
e e v wm e w w2 s us W
. omm inch
L | 4 |1 =\ | | | w8 | 3% | 3 | &8 | 132 |

an 1" 70 145
s | = &2 43 a2 145 168 a5 a5 56 | 132 100
85 2 B7 46 20 157 | 180 35 35 56 132 100
80 g | & 46 9 | 5 | 188 | a3 | 3 | s | 132 100
100 s 102 52 112 183 | 206 4 | @ 68 | 132 | 100
125 5 126 56 132 | 196 | 20 | S8 | 48 | &8 | 149 140
150 & 150 56 146 214 238 58 48 g8 | 149 140
200 | = 199 &0 B8 | 241 | g2 | 58 | 48 | & | 149 | 140
250 0 248 68 220 | a3 | 367 6 | & | @ | 178 200
300 12 297 78 255 355 402 &7 63 | e | 1we | 200
5]
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Soft back butterfly valve

Soft back butterfly valve

el R

Product connection size

50 z 43 529 B3 72 B1

65
80
100
125
150
200
250
300
350
400
450
500
600
700
800

Mote: Flange standard Japanese standard 5K, 10K, American standard 1500k, national standard 10,16

242"

BlR|ala4

wing open and close guickly.

48
45
52
56
58
&0
&8
78

765
857
104.6

130.28

151.38
163
138

64.45
8.8
1041
1233
1558
2025
2505
3015
3335
389.6
440.51
4916
5825
605
T35

small and light, easy o disassernble and repair, and then mstall in any postan
The Slructure is simple, compact, 90 °
ther aparating torgque is small, labar—saving and lighl.

The flow characteristics tend o be straight and the adjustmeant parformanca is good.
tha opening and closing test fimes up o 10,000 timee, long life.
to achieve complete eealing. gas test leakage is zero.

select different parts and materials, can be applied 1o & variety of media

5
8o
114
134
166
215
263
314

a5
104
126
152
178
232
281
334

o5
114
137
164
192
248
01
354

12.6
12.6
12.6
15.77
18.82
18.82
221
28.45
316
316
33.18
38
41.18
50.85
55/83.35
55/83.35

203.34
23214
2378
270.5
300
326
407.0a
4725
544

o9
TS0
B41
1021
1144
1263

www.tkt-valtec.com

Lug Type Butterfly Valve

&7

FE
A
=

Product connection size

50
65
&0
100
125
150
200
250
300
350
400
450
500
&00

Meater:

161
175
181
200
213
226

292
337

422
430
562

&0
&0
a5
114
127
139
175
203
242
267
ana

328

361
459

42

529 32 58.38 125 4-M1E b 57.15 | 4-6.7 126 118
. 44.7 64.5 . 32 102.54 145 4-M1E 7 57.15 . 4-6.7 . 126 137
. 452 | 78.8 . 32 113.14 160 4-M1E 77 | 5718 d—ﬁ.?. 126 143
521 . 104 32 6888 180 B-M1E B2 | 69.85 |4-10.3 15.77 206
544 | 1233| 32 8036 210 B-M1E 02 | 69.85 4-10.3 18.82 k]
55.8 . 1566 | 32 01.84 240 B-M20 B2 | 69.85 | 4-10.3 18.82 ]
G606 | 2025 45 | 112.80/76.35 295 a-MaS2-M2a | M5 | 889 4-14.3 221 31TE2e
65.6 . 2505 | 45 90.59,/01.5A 350/355 12-M2012-h24 | 115 | 889 |4-143 28.45 393
TES | 3016 45 | 0352010612 4007410 TE-M20A2-M24 | 140 10795 4-14.3 316 462
. T8.5 . 3333 . 45 . AO.74/01.69 . 460470 . 1€FM?G-.-'1E—|'¢?4. 140 10?.95. 4-14.3 316 515
B5.7 | 389.6 51.2/72) 100.48/102.42 5157525 16-M2416-M2T | 197 | 15B.75  4-206| 33157378 5ra
. 104.6 . 440.51 .51.2.-'?2. AB.38/01.51 . 5657585 . 202420027 . 197 . 158.75 | d—?ﬂ.ﬁ. 38/42.85 627
130.28 | 4916 |RMTTS| 06.99/101.68 G20/650 20-M24/20-M30 | 197 | 156.25 | 4-206| 41.15/45.72 606
.151.36. 5925 ?I}.E.J'SEI 1134212046 T25/770 .?C'-MF'?.-’?D—WEI 276 . 2158 --1—22.2. 50.65/53.08 a1

1.ONSD (2°) ~ BOD (247 "LT" type butterfly vahves are applicable 1o PM1.0/ PN1.GMPa two pressure levels respectively, each of the wo sizes in tha lable indicates
P10/ PM1. 6MPa two pressura leval conpeclion dimensions. The pipa flange conneclion size to ba connacted 1o the vahe is based an the flange connaction
dimension table. The butterfly valve upper flange can be used for manual, turbine rod drive, electric, pneumatic and ather fransmissions.

2. The structure, parformance and material of the "LT" butterily valve ara tha same as the "A" type. The diferenceis that the "A" type can ba connected to the two flanges
by double studs (or elongated hexagon bolts). Sword (ie, the cliptype). The “LT" type is connected betwesn the two pipes by two ardinary bax balts, It can also be
installed atthe pipe end (e single clamp type) as the venting valve, but the pipe end should be indicated inthe order contract,

The above twn forms are indicated by the user in the crder contract,

Flange connection dimensions conform to G4216, DIMN2S01, BS4504, BE10-E, JISB2220, ANEI B16.1 and other standards, which must be indicated by the uzer in tha
cantract,
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Double Flange Butterfly Valve

a0

125

150

T

18

20

24

28"

3z

3

40

48"

21

&5

15

126

161

199

215

280

307

340

406

543

584

638

TE3

146

158

179

197

230

271

305

350

602

735

o917

3z

32

32

32

45

45

45

45

a1

a1

a7

70

i)

Gt

118

114

127

140

140

152

165

i7e

1490

216

232

229

267

282

318

330

410

ATD

DH400-0M1Z200

Product connection size

138.7
. 152.4
. 190.5
. 2159
. 2413
} .
. 3619
. 431.8
. 4762

539.7

L

| 7403
. BE3.6

977.9
. 10858
12002

14224

4-$13

Lm0

B-91%

B-2224

E-$22.4

B-2224

12-225.4

12-925.4

12-920.4

16-$28.4

16-231.8

M-$3t8

H-235.1

2B-$35.1

=411

2-94ii

B-041.1

d4-241.1

160

180

210

240

460

515

G20

]

B40

1060

1160

1380

4-@18

B-@18

g-d18

B-@18

g-p22

B-p22

12-w22

12-@22

16-m22

16-@ 25

20- @26

| 20— @26

20-230

24-@ 30

24-033

28-d33

2= D36

|32-m30

210

240

410

470

770

B40

a5

1060

1170

1380

b

N

=

4-@18

gD 18

g-d18

B-@18

g-p22

12-@22

12-m 26

12-®@26

16- @26

16-@ 30

20-230

20-®33

20- 036

24-1 36

24-03

28-%30

2B-m42

32-m 48

150

175

210

240

B40

a5

1060

1270

1380

B=@19

g-319

B-D23

B-923

12-@23

12-m25

16-®25

16-®25

16-@27

20-®27

20-® 27

24-W33

24-®33

28-033
28-®33
28-039

32-%30

i

65

115

115

140

140

197

197

197

276

300

30

300

30

300

57

a0

To

7o

To

108

158

159

254

254

254

298

A-$ 19

4-@10

d-@10

4-m14

4-@14

4-m14

4-@14

4-021

4-o21

4-021

4-022

B-@18

g-218

B-d18

g-218

B-p22

WA,

tkt-valtec

.com

Double Shaft Butterfly Valve

Material of main parts

Ductibe iron | Stainkess Steel

Ductile Iron

Alurmirum
Branzea

Stainbess Steal| EPDM J MBH

Customised | WRAS-EPDM

Witan

Silicon

Lever

Gearboxi
handwhes|

Electric

Preumatic

R-WEH-LIC)

Product performance specification

[
0

AP 80E

AP 558

150 521

PRAOPN 16 AMS] 125015008, JI5 B2220 10K

AP 602 EMNESE-1 20 Series B55155,DIN3202 K1

Product connection size

DMSD
DG5S |
DMED
DMK |
DM125
DS
DM200
D20

DMaod

134

154

170

182

238

258

115

128

160

235

45

11*11
14714
14*14
1717
. 2222

2232

145

160

180

210

240

285

350

400

145

160

180

210

240

395

410

1206

138.7

152.4

190.5

2158

213

208.4

3619

431.8

4-22 4

4-22.4

4-22.4

4-25.4

4-25.4

4-M1G

4-M1d

B-M1E

a-m1g

B-M1G

H=h20

E-M20

12=M20

12-M20

4-M1G

4-M16

B-M1G

a-hA16

B-M1G

=M

12-M20

12=-M24

12-M24

4-5/8

4-5/8

4-5/8

B-508

B-3/4

B=3/4

B-3/4

12=7/8

12-7/a

FO5

F5

FO5

Fa?

FOF

Fa7

F10

Fi0
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Aluminum Butterfly Valve

Material of main parts Product performance specification

CF&

CFEM

Product connection size

125

D150
D200
D250
DE00
D350
D400
D450
DRS00

L& :EI E
|
- = -
o o n
| &
|
; i
JETTT — 1
1 q
i '
|
m \_ 1
= '
- H=
F

CFa

CFEM

133
152
1D
181
196
238
258
30
316
356
380
420

| Stainless Stoel

Customized | WRAS-EPDM

i)
B
106
115
128
160
1940

235
264
Rl
34Q
<Fh|

B B B 8 8 4 38 8|8

Lawver

Gearboxd

handwhsael
\iton Electric
Silicon Prneumatic

DME0 126 63

43 a'a

46 . a9 8

46 a8

a2 . 11" 1
56 . 1414
56 14714
4] . 1717
B8 | 19719
78 | 2om2
78 g2z
w2 | erer
114 2727

127 36736

4-18 125
145 4-19 145
160 4-19 160
180 4-18 180
210 4-19 210
240 4-23 240
295 423 295
350 4=-23 355
400 4-23 410
460 4-23 470
515 4-28 525
565 4-28 585
620 4-28 &S0

APl &609

AP 598

IS0 521

1206
138.7
152.4
190.5
2159
241.3
2084
361.9
4318
476.2
539.7
577.8
635

4-19

4-19

4-19

PHIVPM16,AMS] 125LBMS0LE, IS B2220 10K

APl 609 EMS58-1 20 Seres, BS5155, DINI20Z K1

www.tkt-valtec.com

Wafer Universal Butterfly Valve

Material of main parts

Ductile Iron | Stainkess Stesl| EPDM § NBR

Cast iron

Ductibe iron | Stainbess Steel| Customised | WRAS-EPDM

Customised

Stainless Steeal

Alurmirum
Bronzea

Witan

Silicon

Lewver

Gearboxi
handwhes|

Electric

Preumatic

Product performance specification

APl 80E

AP 558

150 521

PRAOPN 16 AMS] 12501500, JI5 B2220 10K

AP 602 EMNESE-1 20 Series BS5155,DIN3202 K1

Product connection size

DNSD |
DNGS |
ONED |
D0 .
DMi25
DMAEa

D200 .
Dh2Ea .
DN30O |
[N

DA I
DNASO |
DNSO00 |

181
175
1B1
200
213
226
260
202
337
368
400
422
480

BO 30 43 e

8o
95

114
127
139
175

L
a8

11711

14*14

| 1at4
T
| 1ate
: 22

2222
arar

| z7e27
3636

125 4-19 125 4-18

1206

145
160
180
210
240
295
350
400
460
515
565
G20

145
160
180
210
240

355
410
470

585
650

138.7

1524

180.5

2159

241.3

| 2084
| 3619
. 431.8

476.2

539.7

| 5778

635

4-18

4-M1G

B-M1G

. B-M1G -
: B-M1G -
. B=M20
. B=M20
.12-M2ﬁ-
.12-M20.
.15_M2ﬂ.
16-M24
ED—M?A._

20-M24

4-M16

4-M1B

B-M16 |

B-M16
B-M16 :
B-M20

I 12-M2{}:

12=h424 :
12—M2d:
16=h124

16=M27 I
20-M27 .
P0-M30 .

4-M1G

4-5/8

B-3/4
12-T/H
12-T/8

16-1 1/8
20-1118
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Teflon Butterfly Valve

Material of main parts

Ductile ron | WCB+PTFE

Caroon Steel

Stainless stesl
+ PTFE

il

!
]

H
i
!

]

+

b

Stainless Steel | Stainless Steed

Product connection size

DMED

'DNEE.:

DMEd

£
D125

D50

D200
D250

135
138
158
175
190

228

268
300
335

Stainless Steel

Cusiomisead

70

114
127
154
165
150

99
]

| 11*11 .
1414

1414

. 1717 .
. 20422 .
| 2424 |
. 2424 .
| 2127 |
. 2?'2’?:
30°30 |
Sy
. 4546 .
. 4545

Gearboxd
handwhsael

Electric

Prnieumatic

ASTM B16.5(1504

650
TT0
B840
250

| 20-34 |

24-37
24-41

APl &609

AP 598

IS0 521

ASTM B16.
M 250101
WESAS04(1.0f

API 609

i

Product performance specification

1508 YA
ardPa)
1 BMP3)

| 24-33 |
24-33
26-33 |

Fio
F1
Fi0
Fid
Fid
Fid
F16

www.tkt-valtec.com

Double Shaft Butterfly Valve

Product performance specification

Product connection size

IIQI

Oi

DIfS5304/55316

EPDMMER

Malleable Iron

S5416/55420

10,23 0.5

212 3.35 4,61 1.26 4.88 4.0 345 044 17 0,33 10,23 0.5
3 3.66 492 1.6 5.37 4.0 325 0.44 1.77 0.39 10.23 0.5
4 4.29 6.02 1.26 687 4.0 3.25 0.4 205 047 10,23 0625
& 4,54 .14 1.26 775 4.0 3,25 044 213 055 10,23 0.75
£ 5.35 .69 1.6 B.75 4.0 325 Dua4 2.20 .55 10023 1.25 075
g .54 245 1.49 11.00 5.88 5.00 0.6& 2.36 0BT 14.00 2.20 0875
1w 7.83 11.22 1.449 13.37 5.9 5.00 0.56 2,60 0,85 14.00 2,48 1125
2" .37 11.81 1.49 16.13 .08 5.00 0.56 3.03 054 14.00 1.96 1.25

1
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Single-plate Wafer Lift Check Valve(Short Patten)

Ny

PR

| ] ek

Product connection size

2112
3
4
B
B
10
12
14
16
18

20

3
80
100
125
150

200
300
350
400
450
500
600
700
800
00

—

19
19
19
19

A IR HE BB EEE

10
19
19
18
20
20
38
4‘&
51
&0

64

128
142
162
182
218
273
328
378
438
480
539
534
696
11

a18
1018

124 |

152
135
173
230
277
237
407
448
512
547
604

13
16
21
31
4.9
11
.1.5.

25
ar
55
68
103
155
200
310

550
715

17
2
3

55

: 1;'3.

16
27
42.
62
78
10

19
19
18
19
19
29
20
38
44

51

[+H]
64

70
76
&0
a5
127

19
19

51
51
76
a3

128
142
ot
102
218
273

h

384
444
406
5S5E
618
732
an2
912
1012

| ] [E'R‘J:a

1.3
16

2l

a1
4.9
11

15
28
40
a0
78
128

128
147
179
248
305
50
420
483
537
504
52

18
22
3.5
65

HEIEEEIR

160

128
142
168
194
224
284

34:1. 4

401
A58
515
565
622
32

19
]

13
16
2.4

3a

54

AR

150

B R d| g 89 4H B8

123
147
1191

264

3B
208
455

490

562
G610

BRD

128
142
168
194
224
et B
a5
418
475
547
572
626
745

1 E-
2.2

4
B
18
45
[=4]
75

108
135
1890

13
16
24
3.4
5.4

14

-
45
&2
78
114
158

215

25
38
46
T
14

140

;16
263
30s

356

38
46
72
a5

114
140

e

216
263
ans
356
406
485
5BS
22
Toa

815

www.tkt-valtec.com

Wafer Check Valve

oD
oD

Material of main parts Product performance specification

Castiren | Ductile fron SLamlassSmal EPDI'-HNBR -

APl 534

I I APl 598
Ductibe iron | Stainkess Steel| Customised | WRAS-EPDM 35316

Akurmirarm PHANPN1E ANSI 150LE

Carbon steel Bronze Witan

AP 584 EMS58<1 16 Serles

Stainless Steeal Silicon

Product connection size

DMSD 43 54 B0 [ 108 108 103 B5.5 BS

&0 67 | 128 128 122 THS

DhES 26 78

Dhao e« | e | 1w | 143 | 1 | 15 | @945 | o4

DN100 B4 ' &7 | 73 163 63 ' 173 [ wezr | w7
D125 70 _ &3 ' B3 193 193 195 [ 185 | 145
DN1SO | 76 ' a5 [ 95 2 | me | e | s |

DN20 a9 ' 127 | wr | 2z | 21 | 2z | @224 | 2
DNZED | 114 ' 140 ' 146 : 3z | 3z 38 | =885 | o7
DNaco | 114 ' 181 ' 181 I - 2 ™ C o ane | awms | azs
DN3s0 | 127 | 184 | 14 | 438 | 445 | a9 a0 a7’
T e e S —
Dh4so | 152 | 203 | =203 | s | &7 | 548 | 4s0 | 47
DMsoo | 152 | =& 218 | s8s | 616 g5 | 5 514
DneCO | 178 ' 222 | 292 ' 07 ' 736 ' 716 [ a4 ' G616
ON7OO | ) [ aos [ ams | Bz | 806 [ s | 720 | 70
Dheoo | 241 : s | as | @8 | 913 | ooe | | Es
DNeO | 241 | 368 | 38 | 1019 013 | w46 | | e
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125LB Rising Gate Valve

Materlal of main parts

L1

ASTM Brass/
Bronze/55

A12ECLE

ASTM
A126 CLB

Brass/

Bronzef53

Product connection size

242 65
3 80
4 100
5 1256
i 150
& i 200
10 250
12 300
16

190

203

2320

254

267

202

330

356

178

191

228

254

278

343

406

483

Brass/35

MSS SP-70
ANSIB16.10
ANS| E'IE 1|:'
MSS SP-70
=12
125

=200
1.41MPa
2.46MPa

Walar, gas, oil

120.5

139.5

152.5

190.5

210

2415

298.5

362

432

175

19.1

238

238

254

286

an.z2

ng

4x @19

4x @19

4x @18

Ex @19

Bx @22

Bx @22

Ex @22

12 % DS

12= OS5

603

755

820

8BS

904

1138

1409

3385

3rvT

434

545

7156

8ar

1
T
|
1
|

413

464.7

554

G617

TOS

930

1091

1317

www.tkt-valtec.com

125LB Non-Rising Gate Valve

Materlal of main parts

ASTH
AlZ6B

Product connection size

12

Brass/
Bronze/55

65

250

a0a

Brass/
Bronza/55

190

229

254

267

330

3096

ASTM
A126B

178

191

220

254

2T

343

483

Brass/55

Product performance specification

120.5

138.5

1825

190.5

210

2418

298.5

a6z

432

17.5

19.1

238

238

254

286

30.2

3148

dx @19

dx @19

dx @19

Bx @19

Bx 22

Bx 22

Bx @22

12x @25

12x @25

3395

Jrrr

7156

BET

1003

M55 SP=T70
AMEl B16.10
ANSI 315 TCI
MQS SF' ?U
F-1z
125
1.41.I.;IP9
2.4MPa
=100
Watar staarn

413
464.7
554
&17
705
230
1091

1317

203

203

254

254

305

355

508
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125LB Swing Check Valve

| I 'l
Material of main parts Product performance specification

ASTM Brass/ Brazs/ ASTM eg
Al1PG B Branea/55 Branze/55 AlZEB

ANSI| B(150LE)
AMSI B16.5(150LE)

M35 5P-T1

125

‘Water, qil, steam

1.37MPa

2.4MPa

Product connection size

2 203.2 121 152 150 4-19 113

2= 2159 : 140 178 17.5 I 4-19 . 133
3 i 2413 [ 152.5 i 1480 i 19 4-19 [ 144
4" . 292 | 180.5 [ 2286 24 B-19 168
5 . X302 . 2549 - 204 . 23.4 . B=22 198
) . 556 . 241 [ 2794 . 254 . B-22 217
a . 4495 . 2885 - 343 30 . B-22 . 261
o 1 622 362 i 406.4 [ 41 12-25 ' 257
12° B985 . 432 483 318 12-25 319
14° . Tar i 476 1 533 35 12-29 443
16" | 914 540 - sa7 ' 366 ' 16-29 ' 5955

www.tkt-valtec.com

125LB Y-Strainer

KPS = 1'12in

fofl] |

Material of main parts

ASTM
A2 CLEB

55 304

ASTM
A2 CLE

ASTM
1035

~RiZEZ R Product connection size
g . 223 152 121 16

273

2"

282

352

416

470

543

L]

TE2

178

190

228

254

270

342

A06

483

138.5

1525

180.5

2158

2415

2085

a3e2

432

Product performance specification

175

19.1

24

24

254

285

AMSI B16.10

125

2.4MPa

-10-2007C

Water, oil, steam

4% ® 191

4% @191

4% @101

Bx @191

Bx@224

fx @224

A= @224

12x D254

12x D254

163

194

2165

270

321

373

450

527

607.5
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10K Rising Gate Valve

Cast iron

Cast iron

55420

Brass/
Stainless steel

RiEER Product connection size

i@ Product performance specification

JIS B 2230/KS B1511

10K

1.60MPa

2.1MPa

=120°C

Watar stearm

180215

DMNES

DMNBD

DM100

DM125

DM1E0

D200

DRZED

DR300

180=15

20015

230215

25015

2015

200£15

330£15

300=3

175

185

210

250

280

330

400

445

140

150

175

210

240

200

355

22 4-19

22 - B-13
24 B-159
24 - B-23
o6 B-23
6 12-23
30 [ 12-25
R 16-25

www.tkt-valtec.com

10K Globe Valve

Hrnin
Hmia

Ma‘[erlal of main parts Product performance specification

- JI5 B 223%KS5 B1511
- 1.6MPa
Cast iran Castiron 55420 Btair?l;a::;teel - =120°C
waler steam

Product connection size

dx @19
DMES 220 175 140 . 22 dx @19 265 238
- Cida 240 185 150 22 Bx @19 300 2ad
DM100 2490 210 175 24 Bx @19 353 32
DM125 360 250 210 . 24 Bx @23 4135 353.5
DOM1ED 410 280 240 26 Bx @23 483 323
Dz 500 . 330 290 2 12x 223 . 8575 463.5

a0

210

240

260

270

340




@ VALTEC mskmw

10K Swing Check Valve

Materlal of main parts

Brass/

Cast Iron Stainless stael

Product connection size

DMED
DMES
DMEd
D100
DN 125
D150
D200
D250
D300
D350
D400
DMS00

Cast iron

190+ 1.5
190+1.5
190+1.5
2165+ 15

245+15

2BH+£1.5
295+ 2
0+ 2
500+ 2
540 + 3
5703
T80+ 3
B0+ 3

304

155
175
185
210
250
280
330
400
445
450
B0
G675

510
620

JIS B 22335 B151

Product performance specification

4-1 18
d-@18
4-018
B-@219
B-@15
B-@23
B-@23
12-023
12-ME5
16-D 25
16-025
16-DET
2-WmET

www.tkt-valtec.com

10K Ball Valve

Materualnfmam parts

Cast Iran

Product connection size

DMK

DM125

D150

DM

55304

165215

180+ 1.5

102215

20015

23015

26515

2TTx15

340£1.5

FTFE

185

210

250

280

330

Product performance specification

105+0.5

120+0.5

140£0.5

150 £0.5

17505

21005

240 £0.5

200 £0.5

JIS B 2233KS B1511

200,"

200"

21p,"

220,

220,

230,

260,

Water staam, ol

4-319

4-319

4-3 19

B-319

8-319

8-023

g-o23

12-023
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PN10/PN16/BS5163 Gate Valve

Material of main parts

Cast iron

Ductite iron

Stainless Steal

Dl+MER

Dl+Witon

Staindass Steal

Customised

Electric

Hardwiael

Praumatic

PPN 16, AMSI 150LE

150 5208

DI 3352/B5 5163

Product performance specification

DI+EFDM

DIM F4 Faiawwa C 50985 5163/45ME B16.10A50 5752

Product connection size

DNd-I'.‘I
DNIED

[ omes |
St
L
e
e
| ohizon |

DM250 |

OM300 |

DMas0

| DHaco |
| DMasa |
| Drsoo |
| DrHBoo |

1?B

180

2o

254 |

267

330
356

432
457
508

S-Dﬂ

245

30 |
450
510

FHREERERREZEE s =D

1-12
153

| 175 |

19

st
|23 |
| 254
| 285 |
| apz
)

35

36E |
|38 |
|4z |
478 |

165
185
200
220
250

| 285

340
4056
460
520
HBO
a40
Ma
840

125

=
i
et
e

240
295
355
410
470
525
585
Ga0
7o

4—19

| a-19 |
419 |
8-19 |
§-19 |
B-19 |
| B-23 |
12-23 |
12-28 |
12-28 |
16-28 |
[16-31 |
[z0-31]
e
| 20-37 |

110
125

145

160
180

20

240

205

350
400
460
515
565
G20
725

419

[ a-19 |
a-18 |
B-19 |

et

et

[ B-23 |

[ 8-23 |

[ 12-23 ]

12-23
16-23

[16—z8 |
[20-z8 |
20-28 |
[20-31 |

127
152

178
191
bt

254
279
343
A06
433
533
LT
635
599
813

' 1205:
1397 |

1524 |

| 1905 |
| 2159
2413

208.4
3619
4318
476.2
538.7

[s778

635

B

a-16
a-19
a-19
a-19
B-19

|B-22.4

B-22.4

[a-22.4
[12-25.4
[12-25.4
[12-28.4
[16-28.4
[16-318
l20-318
20351

www.tkt-valtec.com

F4 Gate Valve

Materlai of main parts

GG25

GG25

grey cast ron

Stainless steel,

brass

Product connection size

140
150
170
180
190
200
210
230
250

270
310

330
350

430

260
270
280
300
325
350
400

450

ZBEE

200
38
360
407
467
513
604
744
857
976
1060

178

1321
1428
1850

GG25

300
326
3rz
417
472
536

728

823
1022
1 1m
1210
1380

1485

1965

165
185
200
220

150
165
185
200
220
250
285
340

e
460

e
i
640
715
540
910

PM10

1.5

11

DIMEE02-F4

DIiM2532

110
125
145
160
180
210
240

10
125
145
160
180
210
240
2095

355

410
470

525
585

B50
FiFj]
&40

Product performance specification
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PN10/PN16 Globe Valve

I

!

Product introduction

DIN Globe Valves are suitable for the pressure from PMN1G 1o
16Mpa. It can workin the medium of =297 to 425°C combustible,
explosive, toxi fluid, heat =conducting oil and liquid ammonia.
Application: petrochemical industry, ChemicalFiber Textiles, plastic,
paper making, power industry, steel, rubber and gassystems. The
performance s very reliable Rational Structures, Reliable Ssaling,
Zero Leakage of Stem.

Product performance specification

DIM EN13709-2003
DIM EMNBBE-1:1205
DI EMN1092=1: 2002

DiM EN12266: 2003

Product connection size

------ A [ (e e e e T o e e
DM15 | 130 a5 65 4¥14 190 310 130 a5 65 4¥14 190 a5 130 a5 B5 4¥14 190 4

DM20 | 150 | 106 | 75 | 4X14 | 190 | 387 | 150 | 105 | 75 | 4X14 | 190 | 40 | 150 | 106 | 75 | 4X14 | 190 | 45
DM25 | 160 | 115 | BS | 4%14 | 195 | 510 | 160 | 115 | 85 | 4%14 | 195 | 525 | 160 | 115 | BS | 4X14 | 195 | 55
DM32 | 180 | 140 | 100 | 4¥12 | 210 | 833 | 180 | 140 | 100 | 4¥18 | 210 | B&5 | 180 | 140 | 100 | 4X18 | 210 | @
DM4D | 200 | 150 | 110 | 4X18 | 220 | 983 | 200 | 150 | 110 | 4¥18 | 220 | 10 | 200 | 150 | 110 | 4X18 | 220 | 105
DMSD | 230 | 165 | 125 | 4X18 | 230 | 1413 | 230 | 165 | 125 | 4X18 | 230 | 1450 | 230 | 165 | 125 | 4%18 | 230 | 15
DNG5 | 200 | 185 | 145 | 8X18 | 255 | 2037 | 200 | 185 | 145 | 8X18 | 255 | 2150 | 200 | 185 | 145 | 8X18 | 255 | 23
DINAD | 310 | 200 | 160 | H¥18 | 2T | 28TT | 310 200 | 160 | "8 | 270 | 20 | 310 200 | 160 | H¥18 | 270 an
DN10D| 350 | 220 | 180 | 8X18 | 360 | 3827 | 350 | 235 | 190 | 8X22 | 360 | 39 | 350 | 235 | 190 | &X22 | 360 | 405
DN125| 400 | 250 | 210 | 8X18 | 380 | 5787 | 400 | 270 | 220 | 8X26 | 380 | 53 | 400 | 270 | 220 | 8X26 | 380 | 60
Dhi50| 480 | 285 240 | 8¥32 | M5 | 7537 | 480 300 | 250 | BXZE | 415 T8 | 480 | 300 250 | 8X2E | 415 90
DN200| 600 | 340 | 295 |12X22| 530 (12227 600 | 360 | 310 12X26| 530 | 145 | 600 | 375 | 320 | 12X30| 530 | 156
DN250| 730 | 406 | 356 | 12X26 | 665 |22500 730 | 425 | 370 | 12X30| 665 | 240 | 730 | 450 | 385 | 12X33 | 665 | 265
DNIOD| 850 | 460 | 410 12XP6 | 720 40500 850 | 485 | 430 | 16X30| 720 | 420 | 850 | 515 | 450 16X33| 720 | 450
DN350| 980 | 520 | 470 | 16XP6 | 1020 |645.00 980 | 565 | 490 | 16%33| 1020 | G675 | 980 | 580 | 510 16X36 | 1020 | &80
ON400| 1100 | 580 | 525 16X30| 1180 |s0s00 1100 | 670 | 550 | 1638 | 1180 | s20 | 1100 | 660 | ses | 1exao| 1180 | aso0

www.tkt-valtec.com

Bellow Seal Globe Valve

Product introduction

The bellows siop valve is a relatively new type of shut-off valve
with double seal and reliable performance, The sealing surface s
welded with hard alloy, the valve stem surface is nitrided, wear=
resistant, corrogion-resistant, anti-friction performance and long

sarvice life.
This product is widely used in pipelines of various working

conditions such as petroleum, chemical, pharmaceutical, fertilizer,
powar industry, etc., cutting or connecting the pipeline madium.

Product connection size

oo e W W
------ T e
a5 24 4.5 24

oMis | 130 4%14 | 190 130 | o5
OMz0 | 150 105 75 | 4X14 | 180 §0 | 180 | 106
DN25 | 160 | 115 | &5 | 4X14 | 195 | 58 | 180 | 115
ONa2 | 180 | 140 | 100 | 4x18 | 210 | 75 | 180 | 140
D40 | 200 | 150 | 110 | 4x18 | 220 | 10 | 200 | 150 |
OMNSO | 230 | 165 @ 125 | 4x18 | 230 | 13 | 230 165
DNE5 | 200 | 185 | 145 | &X18 | 255 | 185 | 200 | 185 |

DHao | 310 0 180 | &xX18 | 270 2 | 30 | 200 |
DH100| 350 | 220 | 180 | 8X18 | 360 | 385 | 350 | 235
DM125 | 400 250 210 | &{18 | 380 53 400 270

DH1SD| 480 | 285 | 240 | BX22 | 415 | 81 | 480 | 300 |
DN200| 600 | 340 | 295 |12X22 500 | 144 | B00 | 360 |
DN250| 730 | 405 | 355 |12X26 | €65 | 230 | 730 | 425
DN30D| 850 | 460 | 410 | 12%26 | 720 | 420 | 850 | 485
DN350| 980 | 520 | 470 | 16X26 | 1020 | 610 | 980 | 586
DN40D| 1100 | 580 | 525 | 16X30| 1180 | 790 | 1100 | &70

Product performance specification

N-®  H
4¥14 | 190
4¥14 | 190
414 | 105
4618 | 210
| 418 | 220
| ax18 | 230
8X18 | 255
&xie | 27 |
8x22 | 360 |
8X26 | 380 |
826 | 415
12626 | 530
12430 | 665
16%30 | 720
1633 | 1020
16X36 | 1180

----
45 130 a5 &5
50 | 150 106 75
5.8 160 | 115 &5
7.6 180 | 140 | 100
10 200 | 150 110
13 230 165 125
185 | 290 185 145
23 | 310 | 200 | 180
40 | 350 | 285 | 190
55 A0 270 220
B8 | 480 | 300 | 250
155 | 600 | 375 | a0
250 | 730 | 450 | 385
460 | BSO | 515 | 450
GAD | 980 | SBO0 | 510
BG0 | 1100 | G600 | 585

DIM EM13709-2003

DIM EN55B-1:1935

CHM EN1082=1:2002

DIM EN12268:2003

N-®@ H
4%14 | 190
4%14 | 190
4x14 | 195
4¥18 | 210
4518 | 220
[ 4x18 | 230 |
818 | 255
8X18 | 270
| #x22 | 360
| 8xze | 380
BX26 | 415
12430 | 530
| 12x33 | 685
16%33 | 720
16X36 | 1020
16X39 | 1180

5
5.5
6.5
8.5

11
14.5

20
24
42
58
9%

165 |
295 |
510

a0

Ben |
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PN10/PN16 Y-Stainer

L
=
N A o
'Q-‘V_ul‘_."
o O |

Material of main parts Product performance specification

DiM3E202-F1

CHMZS32/2533

1.6MPa

ZAMPa
GG2s 55304 08+ Graphite GiG2s —10- 200°C

il gas, walar

Product connection size

DMED o165 D125 dx @19 140.5
OMES 280 @185 D145 o1ig 20-3 dx @19 . 12 I 161
DMBO | 310 . @200 . D160 . o132 : 22-3 | Bx @13 . 138 . 184
DM100 | 350 . @220 . D180 . D156 . 24-3 | Bx @13 . 165 . 2322
DM125 400 . @250 D210 . © 184 . 26-3 | Bx @13 . 191 . 2587
OM150 | 480 . @285 . D240 . w211 : 26-3 | Bx ©23 . 214 1 290
DM200 | BOO 1 @340 . D205 D266 . 30-3 | 12x @23 - 275 . 363
DM25d | T30 . @405 . © 355 | D319 I 32-3 | 12x @28 . 330 . 434
DMana | B5D . @460 . D410 | 3T0 : 32-3 | 12x @28 I 387 . 542
28

www.tkt-valtec.com

PN10/PN16 Ball Valve

Product performance specification

Materlai of main parts

GG25 GG25 S5420/55304 PTFE 55420/55304

DM15-DM100:0IN3202 F4
OM125-DMES0:DIN3202 F5

EM 1082-2 PM16

1.6

2.5MPa
1.BMPa
(.6MPa

= 101507

Product connection size

DN15 115 a
DN2o | 20 | 120 | 105 | 75 | 58 | 16 4 4 42' ' M.f- I
DN2s | 25 | 126 | 115 | 8s | 88 | 18 4 14 | az | wms | 12
DN3z | 32 | 130 | 140 | 1o | 78 | 18 a w | so | me | 12
DN4o | 40 | 140 | 1s0 | 110 | 88 | 18 4 ® | s | me | 14
DNSO | 5O 150 | 185 | 125 | 102 | 20 4 w | 70 | w8 | 17
DNES | 65 170 | 185 | 145 | 122 | 20 4 w | w02 | Mo 19
DNeD | B0 | 180 | =200 | 180 | 138 | 22 8 19 | 102 | wmio | 19
DN100 100 190 220 180 | 158 | 24 8 19 102 M10 22
DN125 | 125 azs | 250 | 210 | 188 | 26 8 1 | 125 | wmz | 27
DN1SO | 150 as0 | 285 | 240 | 212 | 28 8 23 | 140 | M6 | 27
DNzOD | 200 a0 | 340 | 295 | 268 | ap 12 23 5 | M0 | a0
DNZ50 | 250 aso | 405 | a3ss | a3z | a2 12 27 | 185 | Mo | a3
29



@ VALTLEC mskimu

Rubber Wedge Swing Check Valve

Materlalufmaln partq

Product performance specification

BS EM1082-2:1997

BS 5153:1874

148
1.76MPa
24MPa
EPDM Ductile lran | 35# Sleal E;EE:;E,” Ductile lron —10-BOC
Watar

Product connection size

[miE] 20532 LR Y] D125 @100 dx D19
DOMES 2622 @180 @145 @120 12 3 4x 019
OmMED 240=2 195 o0 o135 19 3 Bx @19
OmMI00 202=2 o215 o180 D155 21 | Bx @19
DOM125 330=2 245 o210 @185 22 | Bx @19
OM150 356=2 m2a0n o240 @210 22 a3 Bx @23
OmM200 4932 335 D295 o2E2 23 d Bx @23

www.tkt-valtec.com

Knife gate valve

Material of main parts Product performance specification

EM 583
Cast iran 55304 Stainless Steel Handwhesl AP 598
Ductile iran Stainless Steel Customisad Electric PHIPH1G
Prigumatic DN 3202 KA

Product connection size

DN5O 4-16 5

DNES | 40 L ans | a7 | a-16 | 400 | 200 5

DMAQ . a0 [ 335 . a5 I 87 [ 2-16 420 1 200 5

DM1Q0 . a0 . 380 . 108 . BT . g8-16 . 488 . 200 5

DM125 I a0 . 415 . 124 I a8 I B-18 I 564 I 250 5]

DM150 . a0 . 470 . 135 . 98 . B-20 : 635 . 250 5]

DN200 e | seo | s | 128 | e-20 | sos | 300 8

oNzsa | 70 | e | 188 | 123 | 1z-20 | @46 | 300 8

DNSOO | 80 . 7es | 23a | 123  qz-20 | 1ms | a0 | 10

IR T I a5 I 900 . 256 I 1498 . 16-20 . 1282 . A00 I 10

D400 . 100 : 947 . 292 . 1498 . 16-24 : 1441 . 400 . 12

DM450 . 106 . 1100 . 308 . 1498 . 20-24 . 1587 . 400 . 12
kR
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Flange knife gate valve

T —

el

Material of main parts

1.0 1.5

11

18

=100C

=425°C

Product connection size

55
BO

100

125

150

200

250

300

150LA 350
400

450

500

BOO

oo

BOO

200

1000

1200

dﬁ
46
52

6

56

i

68
T8
T8
102

114

127

T

165

180

20
218
254

Pulp, sewage,

water mixture

coal sherry,
ash, slag

Product performance specification

Stainkass steal, carbon steal, gray cast iron

Carban steel, slainlass stasl

Stainless steal

Rubber, PTFE, stainlass steel, hard alley

1Eﬂ
195
215
245
280
335
390
440
500
565

B15

670
7RO
Ba5

1010

1110

1220

1450

125
145
160
180
210
240
295
350
400
46D
515
565
620
725
840
950
1050

1160

1380

100
120
135
155
185
210

265

320
368
428
482

532

S
685
L
894
1005

ETLT:

1325

285
298

315

365
400
475

540

B30
TED
BES
990
1100
1200
1450
1700
2000
2300
2500
2800

4-M15
4-M16
4-M1G
B-M16
B-M1G
B-M20
B-M20
12-M20
12-M20
16-M20
16-M22

20-M22

20-M22

20-M27 |

24-M27
24-M30
28-M30
PR-M30
32-M3G

180
180

220

220

230

280
360
360
400
400
400

530

530

600

GO0

GEO

680
T00
fzinln]

www.tkt-valtec.com

Vent valve

Material ofmam parts

Ductile Iran

Product connection size

DMED

DMES

DMEd

D150

165

125

145

240

Ductile Iron

99

118

132

211

240

256

305

328

302

19

B34504

1.11. 76MPa

0-B0TC

‘Water

211

211

260

320

4-$19

4-P19

8-018

8-019

B-DE3

Product performance specification
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APl Floating ball valve

Performance standard

ANSIB16.10
APIED

API&0E APIGD

ANSIB16.5

Product performance specification

APISDE APIED

MES SP-25
APIED

APIGOS
APIGD

150LD 300Lb A00LE BOOLE
31 ] 10.2 15.0
2.2 5.5 7.48 11.0
0.5-0.7
c P R
Water, oil, steam Mitric acid Acetic acid
=2007T

Product parts and materials

1 Body ASTM AZ16 WCE | ASTM AZ16 WCE ASTM AZ216 WCB | ASTM A351 WCEB ASTHM A351 CFEM
~ Pﬂrkmg it e | —Ss e I B B
3 Stem bearing | PTFE ! FTFE PTFE ! PTFE FTFE
4 Gland I ASTM A182 Fa | ASTM ATHZ F304 ASTM A1B2 FI6E I ASTM ATR2 F304 ASTM A182 FI04
5 Gland flanga ASTM AZ216 WCEB ! ASTM AZ16'WCE ASTM A216 WCEB ! ASTM AZ16 CFE ASTR A351 CFEM
& Gland I;ml[ ASTM A193 BY | ASTM A193 BT ASTM A193 BT | ASTM A193 BE ASTM A193 BEM
7 Stop collar Carbon stesl - i Carbon stesl Carban steal i - Staintess stesal Stainless slesl
53 - C.-l;c:hp Carbon steel | Carbon steel Caroan steal | Stainkass steal Stainless steal
s | Lewer Carbon stesl i Carbon steel Carbon steel i Carbon steel Carbon steel
0 [ . NL.IT : Carban steel | Carbon stes Carbaon steel Carbon steel Carbon stes|
1" Thrust washer I PTFE FTFE PTFE PTFE PTFE
12 I Stem I ASTM A182 Fha ASTHM ATHZ F304 ASTM A182 FI16 ASTM A182 F304 ASTM 8182 FI1G
13 Ball A105+HCHENP) ASTM ATEZ F304 ASTM A182F316 ASTM A182 F304 ASTM A1B2 FI1E
14 [ Seat Raintarcad PTFE Reinforced FTFE Reintorcad PTFE Rainfarced FTFE Reinforced PTFE
15 | Gasket L e 'g PTFE PTFE | erRe PIFE
6 | Stud ASTM A134 2H ASTM A194 2H ASTMAIG4ZH | ASTMAI948 ASTM A194 8M
a7 | Nut  ASTMAI93B7 | ASTMAI93B7 | ASTMAIS3B7 | ASTMAIS3BB | ASTMAI9GBSM |
8 | Bannet ASTMAZIEWCE | ASTMAZIBWCB | ASTMA216WCB | ASTMASSICFB | ASTMASS1 CFEM

Mote: the above table only lists the most common components of cast steel ball valve, according to user requiraments or the
actual use of the valve, the company can provide a variety of different parts of the material configuration.

www.tkt-valtec.com

API Floating ball valve

Product connection siz

Gaar hox

Hand whaal

GO0LE-1500LE Flange

15 172 108 119 13 BO 6.5 35 11.5 I 1.6 4=15 140 N | BS | & 3 N
20 | a4 | ni7 | 130 19 08 70 43 | 115 | 1.8 | 4-15 | 140 | = | ) = 4 =
25 b 127 | 140 | 25 108 | 795 | 51 15 | 18 | 4-15 | 150 | - | 99 = | 5 | -
d al e
32 | 1y | 140 | 183 | 32 17 | es B4 13 I 1.6 | 4-15 | 180 | - | s | - 7 .
| . | | ! | |
40 1wz 165 178 38 127 98.5 73 14.5 . 1.6 4=15 | 200 N | 126 | - | 8 N
50 o 178 | 1 51 152 | 1205 | o2 16 | 16 | 4-19 | 250 I = | g | - |12 | -
65 | 2w | 190 | 208 | B4 178 | 1385 | 105 | 175 | 16 | 4-19 | 300 E | 85 | - | 18 | -
: ! : ' :
BO 3 203 | 216 | 76 180 | 1525 | 127 | 195 | 1.6 | 4-19 | 350 | = | s = 24 | -
100 | 4 | 220 | 242 | 102 | 220 190.5I 157 | 24 1.6 | 8-19 | 500 305 | 230 [ se0 | a8 83
125 5 356 | 360 | 127 | 284 | 216 | 188 24 16 | @22 | sggp | 308 | 280 405 &0 Oy
150 & 384 | 407 | 162 | 278 | 2415 | 216 | 255 | 16 | 8-22 | 8OO | 205 | 310 | as0 | 8z 102
200 | @& 457 | 470 | 203 | 343 | 2985 | 270 | 29 | 1.6 | 8-22 | 1000 | 05 | 350 | 550 145 | 185
250 | 10° | 533 | 546 | 254 | 4D6 | 362 | 324 | 3 1.6 [12-25| - 400 | - L 280
33
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APl Floating ball valve

Product connection size

125
150
200

140

102"
340

i

114"

1152°

242" |

1154"

112

242"

12
a4
1"

1t

e
afa

i

114"

1152

152
165
178

216

241
283
305
381
403
502

216
229

254

274
305
KL

216
229
254
279

368

151
165
178
191

203 .
232 1
25.?. 1
289 |

32{
3497
419
518

216

229
254

279
305
v

2146
229
254
279

ar

13
19

102
127
152
203

a5
117
124

133
156

165

180
210

254
279
318
381

118
124
133
156
165
190
210

273

121

130

149
159
178
216

121
130
149
159
178
216

6.5

825

98.5
114.5

127
148
168

216

[ B2.5
. 88.9
. 101.6 [
111
| 1238 |
1851 |

| 825 |
| 889

:1ﬂ1ﬁ :
KRR
| 1238 |
| 1e5.1 |

14.5

16

17.5
19.5 |

225
25.5

38,5
1500Lb
22.5

25.5 |

B.4
E.4
B.4
B.4
6.4
B.4
6.4
B.4

6.4

6.4

6.4

6.4
6.4
f.4
6.4

E.4
6.4
6.4
6.4
6.4
B.4

o | oo e e| e w| e E|®

d-15

. 4-149 .
a-1a |
| 4-1a |
4—:.22 .
. E—'I'QH
—
S
. B=-22 .
| 822 |
ErET)
| 12-25 |

| 4-23

4-23 |
: 4-26 |
[ a-26 |
| 4-20 |
| B-28 |

140
140
150
180

150
150

250
250
350

140
140
180

180

310

110
120
130
160

310

|| & | L

www.tkt-valtec.com

Forged Steel Flanged Gate Valve

4.0 | Hiopen)

4.0 | WTike)

130

170

162

100

150

190

162

100

A105; LF2; F5; F11;

160

210

21

125

49
5.5
7.0
7.8
£.8

JB/TBY; GB/Ti12221

E _PHad0

“, PHEES

JBITTT46

JB/TB2.1-B2.4

B.Bor W.B; OS&Y-reducing diameter (R.P)

180

230

238

125

5.6
6.8
9.4
10.0
12.1

200

240

257

160

9.8
10.4
13.3

13.8

15.6

F22; F304; F304L; F316; FI16L
GB/M13927; JB/To092

250

250

282

12.8
14.4
18.2
18.6
19.5

265

280

357

200

23.0
245
26.2

7.7

32.0
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Forged Steel Internal Thread, Socket Welding Globe Valve

Performance standard

ASME/ANSI B16.34 A105,LF2;F5; APISOR
API6O2 AR BT AS%%?;\%E:&E%F;{EF:PT] B.B or W.B; OS&Y F22,F304:F316; JB/TA092
JBITTT4B F304L-F316L GB/T13027

Product connection size

~ DN(mm) 8 10 5 20 25 32 40 50 -
- . 1/4° : aje” i 12" 1 34" 1 i . 1 [ e 2" =
~ DNgmm) - | e | 10 | s | 2 | 2 | s2 | 4 | s
- = I 1/4 [ ar/a [ 12 I 34 I 1 [ 1 I 11/2 I 2
B 10 10 13 18 24 29 36.5 -
-. = 7 10 13 18 24 29 36.5 46.5
-. 79 4 [ 9 Eiz ] [ 111 120 .'l 5.2 1-.'!"2 =
- = I 74 I 70 a2 . 111 I 120 I 152 I 172 I 200
-. 153 il 153 i 158 1 163 193 il 280 il 250 [ 291 T =
B - | s | s | s | 1es | 20 | 250 | 201 | 380
-. 100 . 100 100 [ 100 . 125 . 160 [ 160 . 180 . -
-. = [ 100 100 [ 100 125 | 1640 | 160 [ 180 240
- 1.9 I 1.8 : 1.7 . 2.1 : 33 I 7.5 I 7.5 : 11.4 I =
T T

Degeription: 1, Body cover welding according to the structure (WB) stop valve, in front of the valve type code “J° crown *H°, for

example: HI61H=800; medium flange bolt structure (BB) code "slightly”, for example: JE1H=800.
2. Before the specification code, the crown *F* indicatas tha full diameater, such as F25, and the diametar reduction code is *slightly®.

www.tkt-valtec.com

Forged Steel Internal Thread, Socket Welding Check Valve

i
/L
i

B.Car W.C ANDSLF2F5F11;

ASMESANSI B16.34
et ASMEANSIBI6.11 | ASMEIANSIBI201 | BOorWe oA A olpsoe
JB/TTT46 FanaLF316L -

Product connection size

12" 34" 1 1na” 1" o

15 20 25 3z 40 50
13 18 24 . 29 36.5 46.5
111 111 130 152 172 220
111 . 111 120 140 140 162
79 a7 104 . 120 139 158
79 - a7 115 133 149 166
3.4 4.8 6.9 10.7 ae 12.3
3.6 4.3 10.7 14,6 126 15.5

Description: The spring—loaded lift chack valve has a harizontal or vertical mounting function, The front of the product
madel is indicated by the "T". For example: TH11H=160.
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API603 Cast Stainless Steel Wedge Gate Valve

Design and Manufacture: AP G03
Inzpection and Test: APl 528
End flange dimension: ASME B16.5

Face to face: ASME B16.10

Pressure-temperature ratings: ASME B16.34

1z
34"
g

150 5"

18
20°
24"

108
17
127
140
165
178
191
203
224
254
267
292
330
356
381
406
432
457

IR
14 195

19 | 210
25 | 240
a2 | 300
38 | a8
51 365
64 | 420
76 | 485
102 | 580
127 | 710
152 | 741
203 | 980
254 | 1085
305 | 13852
337 | 1520
a7 | 1734
438 1820
489 | 2110
591 | 2520

120
120
140
180
200
160
160
200
250
250
280
300
a0
400
400
500
500
&0
O

M & (a

i
[+

22

42

106

245
328
425
510

855

300

172
3/4°

10
12
14
16
18*
20"
24

140
152
165
178
190
216
241
283
305
381
403
419
457
502
762
B38
914
991
1143

-_--
14 198 120 5

19
25
3z
38
51
&4
76
102
127
152
203
254
305
337
asy
438
489
591

215
245
306
400
400
435
515
GO0
715
780
8a0
1200
1400
1560
1760

2140
2550

140
160
180
200
200
200
250
280
300
360
A00
400
400
500
G000
GO0
GO0
700

18
22
26
4
62
B4

110
177

284

382

508

785

D62

1144

1805

ANSI Cast Steel Globe Valve

Stem Design

The stem is of integral forged design. The minimum diameter of the sterm shall comply with the standard requirement,

Stem MNut

Usually, the stem nut can be designed as ASTM A439 D2 or copper alloy acc. to customer reguest. For large size globe valves,

rolling bearing is fitted at the two sides of the stem nut in order to minimize the open and close torque of the globe valve,

Special Globe Valve

Besides the common globe valves, we also make cryogenic globe valve, bellow sealed globe valve, jacketed globe valve, etc.

Standards

Design and Manufacture: BS1873 or ASME B16.34
Inspection and Test: AF1 598

End flange dimension: ASME B16.5

BW and dimension: ASME B16.25

Socket-weld dimension: ASME B16.11

Face to face: ASME B16.10
Pressure—temperature ratings: ASME B16.34

1 Biocly

2 Seat Ring

3 Disc

4 Stem

5 Disc Nut

L] Mt

7 Bolt

B Gasket

k=] Backseat Bushing
10 Bonnet

11 Facking

12 Eyebalt Pin
13 Gland Eyebalt
14 Gland

15 Gland Flange
16 Mut

17 Stern Mut

18 Hand Whesl
19 Hand Wheel MNut
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ANSI Cast Steel Check Valve

The Features of Check Valve

Bolted bonnet; swing and lift disc; metallic seating surfaces or resilient seat.

Body and Cover Connection

The body and cover of Class 150 ~ Class 900 check valves are usually with studs and nuts. And the body and cover of Class 1500
~ Class 2500 check valves are usually of pressurized sealing design.

Gasket of Cover

Spiral wounded 55 + flexible graphite is used as the gasket for Clags 150, Class 300 and Clags 600 check valves; and ring joint gasket
is also optional for Class 600 and Class 900 check valves; Pressurized seal design is used for Class 1500 ~ Class 2500 check valves.

Seat

For carbon steel check vabve, the seat is usually forged steel. The sealing surface of the seat is spray welded with hard alloy specified
by the customer. Renewakhle threaded seat is used for MPS= 10 check valves, and welded seat can be also optional if baing
requested by the customer. It is normally designed for MPS =12 carbon steel check valves. For Stainless steel check valve, integral
sedl is usually adopted, or o weld hard alloy directly integrally. Threaded or welded on seal is also optional for stainless steel check

valve if eing requested by the customer,

Standards

Design and Manufacture: BS1868 or AP| 6D

Inspection and Test: AP 598 or AP 6D

End flange dimension: ASME B16.5. ASME B16.47 A. MSS 5P-44,
ASME B16.47 B. AP 605

BW end dimension: ASME B16.25

Face to face: ASME B16.10 __
1 Body
Pressure-temperature ratings: ASME B16.34 24 Seat
Wall thickness dimension: APl 600 and BS 1868 2B O-ringino this of metal seat)
. o m w 3 Disc
4 Washer
5 Split Fin
& Disc Mut
7 Hinge
a Pin
i 0 Yoke
< s 10 Washer
t & 11 Screw
- e, S / 12 Hook Screw
'L‘—H_ 13 Cover
. 14 Gasket
B 15 Hexagon Mut
4 16 Bolt

Class
150

Class
300

3.
4
5
&
g
10
12
14"
16"
18'
a0
24"
an
3z
36"

20
24"
3o
3z
36"
42

6.4
64
70
L
a9
114
114
127
140
152
152
178
229
241
241
305

3ERS

i

114
114
127
140
152
152
178
229
24
241
305

107
114
127
140
140
152
165
178
1890
216
2322
229
267
292
313
330
410
160
180
190
200
210
230
250
270
290
310
330
350
380
430
470
510
Ra0

4'9

76

g2

102
114
127
154
165
190

d\ele s a8 8

71
i

92

102
114
127

165
190

251

1205
1526
190.5
216
241.5
298.5
362
432
476
540
578
635
749.5
914
ara
1085
1257
127
168
200
235
270
330
387
451
514
571
628
GEE
B13
og7
1054
1168
1206.5

12?
157
186
216
270
324
38
413
470

584
632
as7
914
1022
1194
a2
127
157
186
216
270
324

413
470
533
584
632
867
914.5
1022
1136

380
415
455
545
615
695
Ba0
Q00
980
1030
1110
1308
1525
1585
1765
1871
345
380
415
455
545
615
695
B30
S0o
Q80
1030
1110
1305
1525
1585
1765
1871

31 h
350
390
455
522
G5
730
ani
ar
920
1000
1156
1375
1435
1585
1610
280
315

3a0
455
522

870

1000
1155
1375
1435
1585
1610

110
125
145
165
175
210
250
285
320
355
380
415
47h
RE0
630
GAD
GO
110
125
145
165
175
210
250
235
320
355
380
415
ATS
580
630
[E0
BED

29
a5
40
a1
94
156
183
238
a0z
345
434
638
788
280
1042
1670
27
31

A3
45

110
142
172
201
245
315
467
g22
1105
1430
1840

2?
34
41
43
B1
102
132
164
193
238
302
457
a0
1083
1410
1870
24
27
38
ai
54
100
130
260
280
320
SO0
550
800
1234
1468
1782

2300

11
13
16
26
34
51
72
106
133
176

394
ATE
G118
762
963
1
12
15
18
2B
37

i1

116
146
193
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Cast Steel Y Strainer

www.tkt-valtec.com

Stainless Steel Screw Valve Series

Z£11 stainless steel
wire gate valve

Product performance specification

- s 7
TP 20 3/4 60 | 1B 38 a8 70
aftar, au, . MIEFI cia, | 1 | |

1 32 | fw | 768 | 215 56 | 128 | &0
Standards _ —40-180°C 40 | 1w | 80 [ 23 | €3 | 152 | 100
s0 | 2 92 | 245 TE | 166 100

End flange dimension: ASME B16.5 or JIS B 2238 Preparation: The above data is for reference only.

Pressure-temperature ratings: ASME B16.34

= i
E_L
2@
S &
s
am
S o
=n
» O
=10
(5]

12" 15 120 67 92 2 160 70 a5 3
4" a0 ity - 105 5 160 80 110 4 Product performance specification Product connection size
[ [ [ [ o | 3\ | 68 | 15 | 2 | 80 | 7O
T az 170 100 138 4 220 105 142 7 : - 1% | 1z | 68| 16 a1 B8 | 70
| | _ - o+ 20 | s | 82 | 18 | 38 | 5 | 70
i 25 | v | @o | =0 46 | 110 | B8O
e o 190 123 150 - 240 128 158 ? 3 | Ju¢ | d0s | 215 | 56 | ies | 100
' ' ' T ' ' : ' -40-180°C 40 | 1y | 122 | 23 63 | 135 | o0 |
e 50 220 147 179 13 250 152 184 16 s0 | 2 | 140 | 245 | v | 150 | 100
T I T 1 { T Preparation: The above data is for reference only.
2" 85 270 180 232 15 300 185 236 20 ) .
. . . Q11F two-piece stainless
3 a0 2490 198 263 18 320 204 266 24 steel internal thread ball valve
& 100 350 234 a7 22 380 | 240 340 30
5" 125 390 274 383 42 480 280 386 50
B 150 440 314 452 50 550 320 456 70 Product performance specification
8" 200 540 400 555 a1 600 410 560 115 L R o Ep———
| [ [ [ [ [ 14" =47 DNE - 100) ! — ! . - ! {
aE T }E 1 }% Eg ] ..g?.. | - 19058 |
10° 250 760 512 725 205 760 530 730 270 ;E: /R A (—— — i
| | | omsic e AARSE IRSE IREE IS SRIE
12 300 870 581 B70 297 870 600 875 380 S 77— (1] 38 107 a7 75
/ | ! | ! ! | ! 2 |50 ol 123 106 190
14° 350 950 633 933 304 950 | 650 938 520 e o 88 &0 178 15 580
it fachure L 3 ! . E B
ot g 100 100 204 162 320
44 45
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Stainless Steel Screw Valve Series

Q11F three piece stainless
steel internal thread ball valve

Product performance specification

Optional thread or seckel weld port,
butt weld optional with lock handla

H14W stainless steel
thread check valve

Product performance specification

144"

1000PS1

BSPT. NPT, DINZ9ZG

Manufacture

FPM=1.6Mpa

Water, ail, gas, nitric acid,

acealic acid

T=180C

55% Inch G pipe thread

I
BOOWOG/2 5MPa
-40~ +232C
CFamM

NPT. Rc. DIN259/2999
Refer to ANSI B16.34

AFI508

12 | & 4 13r.2
1/2 1 16 | 63 | 46 | 110 B | 18 | 21.3
3/ B0 | 20 | &0 | B4 | 110 | 85 | 25 | 264
25 2o | &4 4 | 14 ga | Jd 1 3 |
KT g | 3¢ 02 B | f4g | 10 | g8 | 494 |
ET" 40 | 38 | 109 | 76 [ 155 | 0 | 45 | 483 |
o 50 | 50 | 130 | B6 | 1BO | 11 | &7 | BO.3
T B8 | BS | 172 | 120 | 290 | 16 | 76 | 76.1
a0 194 [ 150 | 960 . 168 | B9 | 889
4 104 100 240 170 350 20 108 11143
I

Product connection size
a a5 10 24 B5

&8 | e 65 24 85
0| @ | 8 | 10 | 2& | @6
5 | 12t | && | 12 | 26 | 65
20 | 34 | 80 | 17 | a2 | 8o
25 | v | 81 | 20 | 41 | 90
32 | 1wt | 04 ] 20 | 51 | 10
40 | 1yr | 120 | 20 | &8 | 120
50| 2 | 140 | 23 | 68 | 140
L

SIZE wa W M we T dw w2
Db | 10| 12| 16| 20 | 25 _

32 | 40 | s0

L 24 24 26 33 41 49 56 69
H 51 51 51 B0 T2 7 By 103
E B5 B5 | 65 BO a0 105 120 140

Weight| 290 | 290 | 300 | 50D | 7S50 | 1000 | 1300 | 1600 |

www.tkt-valtec.com

APl gate valve

i
i
i
i
o2
o1
[
|
[

|

Performance standard

AMNSIB16.34. APIBDD ANSIB16.10 AMSIB16.5 APIS048

Pressure test

150 3.0 2.2 2.2

300 7.5 : 5.5 5.5
] } 0.6

400 10.2 | 7.5 75

&0 16.5 121 12.1

Product parts and materials

B
P B  m R
Body CF3 [ CFAH CFam CFEM
Gate ' CF3 CF8 1 CFam ' CFEM
Bonnet . CF3 CFA | CFam . CFaM
Stem ' 304L 304 | 316L ' HE
Packing ' ' Flexible graphita '

Stem nut Aluminum bronze

Handwheel Malleable iron

Applicable madium Mitric acid Acetic acid

Applicable

temperature =200



@ VALTEC msmmuw

APl gate valve

Product connection size

12" 15 ws | 89 60.5 3% | 105 4-15 188 | 90
e | 20 | 17 | e | w0 | 4 | 115 | 4-15 | 202 | 90
1 | a5 [ 127 108 I 705 I 51 i 12 I 4=-15 I 224 ' 100
we | 82 | o | w7 | s | e | 13 | a5 | 252 | 100
nwe | 40 | s | t2r | e8s | 738 | 15 | 415 | 277 | 140
2 | s | 18 | 152 | 12205 | 92 | 16 | 4-19 | 328 | 200
2 | 85 | 1e0 | 178 | 18§ | 105 | 18 | 4-19 | 347 | 250
» | s | =28 | 1w | 125 | 127 | 19 | 4-19 | 388 | 250
4 wo | 220 | 220 | 1905 | 15 | 24 | 818 | 457 | 300
s | 125 | 254 | 284 | 26 | 18 | =24 | &2z | 63 | 300
& | 150 | 26 | 2r¢ | ams5 | 218 | 26 | 822 | &72 | 350
8 200 | 22 | 343 | 285 | 270 | =28 | a&-22 | 762 | 350
o | eso | s | as | s | ¢ | a1 | ve2s | ees | a0
12! 300 a6 | 483 432 81 | 32 12-25 1080 | 450
1\ | a0 | as1 | e | a4t | a3 | 35 | 12-28 | 1205 | 500
e | a0 | 406 | 597 | 540 | 40 | 87 | 16-28 | 1485 | 600
w | 4s0 | 432 | e | s® | s | 40 | 16-32 | 1626 | 650
20 | s00 | 457 | 69 | 635 | 584 | 43 20-32 | 1828 | 650
24 | e | so8 | 813 | 7485 | €2 | 48 | 20-35 | 2175 | 760
Z41W-300LBFP3[(PE. R3. RE)
1/2° 15 140 . a5 66.5 a5 | 15 d-15 155 [ 100
e 20 152 | 117 82.5 43 ! 18 4-19 10 | 100
1 . 25 . 165 124 . a4 | 5 ! 18 . 4-18 . 186 | 125
Yo 32 178 133 985 6 | 19 a9 | 218 | 180
vt | 40 | 10 | 186 | 148 | 718 | 21 | 422 | 280 | 180
2 . 50 . 216 : 165 . 127 [ az ! 23 [ A-10 . 330 I 250
212 65 211 [ 190 1449 105 [ 26 B-22 368 [ 250
3 ad 283 [ 210 168.5 127 ! 20 B-22 394 [ 300
4 10 | as | 2sa | 200 | s | a2 | 22 | 413 | o0
5 125 3 [ 2749 235 186 [ 35 B-22 [=1:10] I 350
&' [ 150 . 4043 318 . 2va [ 216 ! v | 12-22 I T | 350
B . 200 . 414 . 3 . 33q [ 270 | 42 [ 12-25 . B13 . A0
10° . 250 . 4.-5? - 445 . 3875 | 324 i 48 . 16-29 . 1':]0:.3 ' 450
12" . 304a I 02 : 5 . 451 [ 3 ! &1 . 16-32 . 1137 | S00
147 . 350 I 762 I E.nﬂ.d I 514.5 [ 413 i 54 I 20-32 I 1489 I EI:II:I:
16" 400 &3a [ 648 571.5 470 ! 58 20-35 1581 [ a50
18 . 450 . 914 [ Ti1 . 628.5 [ 533 ] 61 | 24-35 . 2017 . &6a0
20 500 a1 [ 775 GG 584 | 64 24-35 2228 : Te0
24° . BO0 . 1143 a14 [ 813 [ H92 ! T0 | 24-a41 . 2650 . 215
48

www.tkt-valtec.com

APl globe valve

Performance standard

ANSIB16.34 ANSIB16.10 AMSIB16.5 APIS048

Pressure test

150 3.0 2.2 2.2

300 7.5 5.5 0.6 5.5

600 16.5 ' 12.1 12.1

Product parts and materials

Body | CF3 | CF8 | CFam | CFaM
nate CFa[304L) : CFa(304) CFaM{316L} CFaM(318)
- -|-:|=:3 .:;Fa CFEM wi. o CFar:..'I S,
e aﬂqL | 35& 31$|,_ : 316
Péu.:}.ai.ng . Flgxible:graphit& .
Stem ﬁui . .ﬁ.lumnnum.iaron e
Handwheel I Malleable iron

Applicable medium Mitric acid Acetic acid

Applicabla

temperature™s =200
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APl globe valve

Product connection size

1z 15 15 108 89 60,5 35 1.6 1.5 4-15 241 125
a4 | 20 20 17 | as 0 | 43 1.6 1.5 =16 | 241 125
1 25 25 127 108 79.5 51 1.6 12 4-15 247 125
11 az az 140 117 B9 63 1.6 13 4-15 280 160
14 40 40 165 127 98.5 73 16 15 4-15 286 160
2 50 51 203 152 120.5 a7 1.6 16 4-19 360 200
2 &5 64 216 178 139.5 105 1.6 18 4-19 387 240
3 80 76 241 1a0 152.5 127 1.6 19 4-18 411 280
4 100 102 292 229 190.5 157 1.6 24 519 454 280
5’ 125 125 356 254 6 186 1.6 24 B-22 515 320
& | 10 | 152 406 279 2415 216 1.6 26 B-22 541 360

[ & | =20 | 203 495 343 | 2o85 | 270 1.6 29 B2z | 651 450

J41W-300LLP3(PE. R3. RE)

12 15 15 152 a5 B6.5 35 1.6 15 4-15 241 125
a4’ 20 20 178 117 B2.5 43 1.6 16 4-19 241 125
1+ | s 25 203 124 89 51 16 18 4-19 283 160
114" 3z az 216 133 98.5 &3 16 19 4-19 320 200
11" 40 40 229 156 114.5 73 1.6 21 4-23 350 200
2 50 51 267 165 127 a2 1.6 23 8-19 399 240
2 &5 &4 2oz 120 143 105 1.8 26 822 438 280
3 B0 6 EYE 210 16E.5 127 1.6 29 B_22 464 280
4 100 102 356 254 200 157 1.6 3g B-22 565 320
5 125 125 400 273 235 | 186 16 35 823 B14 400
e 150 152 444 a1 270 218 16 a7 12-22 717 450

& | 200 203 553 381 330 | 270 | 16 42 | 1z-85 | @30 | 500 |

12z 15 165 95 B6.5 a5 6.4 15 4-15 | 180 156
3 20 190 118 825 43 6.4 16 4-19 | 160 161
l. . .2.5 216 124 BS; 51 6.4. 1i3 4- 1.9 | ! 160 TE?.
1144° 32 228 133 8.5 G4 6.4 21 4-18 | 200 214
12 40 241 156 114.5 73 6.4 23 4-22 | 200 252
& S0 292 165 127 a2 6.4 26 8-22 280 430
21 65 330 190 149 105 6.4 29 8-22 300 430
3 80 356 210 168 127 6.4 32 8-22 320 480
a 100 a3z 213 | 216 157 | 64 | 38 8-25 | 400 530
5 125 508 330 Z_EJETE 186 6.4 45 B-29 450 E-E{I
[ 150 558 356 292 216 6.4 48 12-28 500 750
& i 200 BE0 - 418 Jli 340 | 270 1l 6.4 & 12-32 j GO0 1060

www.tkt-valtec.com

APl swing check valve

Performance standard

ANSIB16.34

Pressure test

150 3.0 2.2 | 2.2

AMSI B16.10

ARSIB16.5

300

5.5

600

0.6

Product parts and materials

Body ' CF3

CFa CFam CFam
Disc | CF3[304L) CFa{304) CF3M{3I16L) CFEk(3I16)
Bonnet _ CF3 CFa CFim CFamM
Rocker I CF3 CF8 CFam CFEM
Pin shaft I 304L 304 316L 16

Applizable medium

Applicable
temperature™C

Mitric aid

Anetic acid



@ VALTLEC mskimu

APl swing check valve

Product connection size

2 50
215‘ GE
3 ' B0
4 100
5 125
6 150
8 200
10 250
12 300
14° 350
16 400
18 450
2o 500
2 S0
242 65
3 80
4 100
5 125
& 150
g 200
10 250
120 00
14° 350
1er 400
18 450
2o 500

2 VR -
2 | 6 | 30
S
& | wo | a2
s | 125 | 508
& | 1 | 558
8 | 200 | 660
w | 20 | 787
1 | 3o | 8
w | 30 | 89
16 | 40 | 991

203

216

241

330

356

485
622

787

are
are

il

978
1Me

295
334
359
435
511
5G2
G54
a1
B42
892

162 120.5 az
178 139.5 105
190 1525 127
229 1905 157
254 216 186
279 2415 216
343 2085 270
406 352 324
483 432 381
533 476 413
sa7 540 470
635 578 533
659 635 564
Ha1W-300LbP3({PE. A3, AB)
165 12 | a2
150 149 105
210 168.5 127
254 200 157
2739 235 186
318 270 216
381 330 270
445 3875 324
521 451 381
284 5145 413
648 5715 470
i G285 533
722 686 584

127
143
168
216

266.5
202
349
432
489
527
603

a2
105
127
157

216

324
ag1
413
a70

16
18
19
24
24
26
20
H
32
35
a7
A0
43

23
26
29
az
35
a7
42
48
51
54
58
61
64

826

101.6
1238
1482
1810
2110
1639
2328
381 ﬂ'
d'IQ 1

26
29

3z

38
45
48
a6
a4
LTl
70
Fi

4-19
4-19
4-19
8-19
8-22
8-22
a8-22
12-25
12-25
12-29
16-20
16-32
20-32

g=19
g-22
B-22

822

B-22

12-22

12-25
16=-29
16-32
20-32
20-35
24-35
24-35

8-19
8-22
8-22
8-25
8=-29
12-28
12-32
16-35
20-35
20-38
20-41

178

216

241

267
305

445
470
533

610

203
228

235

256
292
330
381
457
584
B35
584

www.tkt-valtec.com

Rubber Dampers (Rubber Joint)

Structure Diagram

1, Body 2, lined 3, skeleton 4, flange

Function and specification

KXT=1.6

1.6Mpa

4. 5Mpa

BOKpa

KXT=1.0

1.0Mpa

3.0Mpa

SDKpa

20C-80C

KET=-0.6

0.6Mpa

1.BMpa

45K pa

Air, compressead air, water, 5ea water, hot water,

acids, bases, etc,

Pruductintroduction

KXT—16 flexible rubber pipe joints in the United States and Japan in the late 1980s, the first study of a flexible pipe connector invention, it
is widely used pumping station, pumping stations, heating, air conditioning, ventilation and other pump o transport all kinds of fluid meadiom
and connecting pipeling, it can stretch, compression, deflection displacement, which can effectively prevent pipe damage due to foundation
settlement caused by the pipeline and pipe rupture caused by thermal expansion and contraction. And high pressure resistance, corrosion
resistancea, aging, vibration absorption, noise reduction effect is obvious, right protactive eguipment and prolong the service life of the
equipment will play a major role,

Product connection size

.éq
65
80
100

150
200
250
300
350
400

450

500
GO0

700

00
Q00
1000
1200
1400
1600

1800

2000
2200

2400

.1_@.5 §
115
135
150
165
180
190
230
245
255
255
255
255
260
260
260
260
260
300
az20

i
20
20
22

24

24
24

el
@l

SEREERBREERE

a2

100
110
125
145
160
180
210
240
285
350
400
460
515
565
B20
725

850
1050
1120
1340
1560
1760
7970
2180
2390
2600

Note: 1, flange connection data in ling with GB / T17241.6- 19988 standard.

2, table DN3Z2-1000 warking prassura is 1.0Mpa DNA000- 2400 product working pressure 0.6Mpa Layar nats

|m @@ o o s

28

a2

36
an
a4
a8
52
)

1D
10
10 |
10
12
i2
12
12
16

10
10
1z
'H

..12

12
12
16

16

18
18

20

20
2z
22
22
22
22

22
22

24

24
£3
25

157
157
1 5°
15
157
1 57
1 5°
157
14°
1
10°
=
(3
ﬁﬁ
=
5
4%
=
=
Ex
30
-2
3
2
22
150
1.5°
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Electric/pneumatic actuator

P: staranise

W Double keyway

L

i
: HT

]

a 1 Uigenthl

Boficm viaw Botiom viaw
Actuator size data sheet
[ I ) (i T R ] [P [ ] [ ] Pl e oo
ATDR2S/D | 147 30 41,5 | 20 92 65 | &0 14 40 a0 36 MExH MBx10 1 G1/4
ATDBASD | 168 36 47 | 20 107 .50 72 B0 17 40 T0 (] MEx10 MEx13 14 G1/4
ATO7SE[D | B4 | 43 53 _| 20 |119.50] 81 | &0 17 40|70 500 MEx10 | MBx13 14 [ G
ATDRIASD | 210 46 af | 20 1249 92 80 21 401 70 L=TH] MG 10 MBx13 17 Z1/4
ATODZS D | 262 [ BEGBO | 20 137 212 B0 22 40 T0 50 MEx10 MEx13 17 G4
ATI06S/D 273 54 Gd | ) 153 109.5 f<]4] 26 40 102 ] [MEERE] Mi0x16 F-F 514
ATI1255/D | 3 [:]:] 74 | 30 175 127 130 2B ha 102 70 MEx13 M10x16 22 G4
AT1405/D | 400 75 77| a0 193 137 130 3z 56 128 102 M10x16 | M12x20 27 | GifM |
AT1605/D 454 HY 89 | 30 218 158 130 32 S 125 102 M10x 16 M1Ex20 27 51/4
ATI1805/D | 525 103 103 | 30 260 189 130 40 B0 140 M1G6x25 36 G1/4
AT2105/D | Hih 113 113 a0 ?H5 210 130 40 Bl 140 MAGx25 [ G4
AT2405/D 585 130 130 1] 419 245 1.30 S0 B0 165 M2OxE5 46 G1/4
ATZ70SD | 722 147 147 30 356 273 | 130 a0 B0 165 M20x25 | 46 G112

Cutput torgues 20Mm 30Mm S0Mm 100Mm
90° action time a5 108 206/608 08/60S
Retation angée range 0-360° 0-360° 0=-360° 0-360°
Mator PD»'.r-'er - 1000 10w 15W 25W
Total Weight i ta| 2kg 2kg kg
power supply ACTIONV, ACZ220W, ACIROV. D24V
Insulation rasistance 100845000
Pressura rating 1500VAC 1min
Protection lewveal ZPe5, 67

Maounting orientation

380" nstallation at any angle

Elactrical Interface

G142 waterproaf cable connector, power cable, signal cable

Amibient temperature =0T+ 60
Canirol circuit Type A Limit reset switch (standard type) Typa S: with potentiometer B type with potentometer
Rs type: with potenbometer and intermediale position swilch
Selection P tyipe: with serva contraller {regulating valve) F type: with R ! | convertes

Crptional furction

# Dehumidification heater # Stainless steel bracket, coupling

Expressfreight

VALTEC company delivery process, good logistics partners, is the
guarantes to customers for receive products in the shortest time.

Hotline service

The company has a sound service system, service hotling at any
time to provide customers with pre-sale, sale, the after-sales service.
Professicnal after-sales service personnel are on standby at the
moment,

After sales service

24 Hours Service and guick response after-sales team to give
solution fast to the users



