
1 ENVIRONMENTAL  CONDITIONS
- - In door installation
- - Out door installation

- . . °C - Mini. ambient temperature
- . . °C - Maxi. ambient temperature

Corrosive  environment
Nature

 / Dangerous  area  /  Class

Seaside

2 FLUID  CHARACTERISTICS
- - Nature
- - Concentration
- °C - Working temperature
- °C - Min temperature
- °C - Max temperature
- ² - Working  pressure
- ² - Min  pressure
- ² - Max  pressure
- 3/ - Through  put  rate
- - Speed

3 VALUE  CHARACTERISTICS
- Description
- mm Nominal  diameter
- Connections

ISO (European) PN
ANSI (American)

With  flanges
Between  flanges  (  wafer  )
Tapped  ends
Welded  ends

- Type  of  control
- Manual  operating

- Pneumatic  operating
Double  effect
Simple  effect

² Pressure  control
² Delta P

- Electric  operating
Tout  ou  rien
Regulation
Voltage / power
Courant continu
Courant alternatif

² Delta P
- Hydraulic  operating  ( pressure )

²
² Delta P

4 ACCESSORIES
 ( ) Limit  switches ( qty )

Inductive
Mechanical

Solenoid  valve
Voltage/Power

Emergency  control
Others  

Nature

Gear box

Pressure  control

ISO ( ) PN
ANSI ( )

Catch lever
Handwheel
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