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&l Diinyanin Vanasini Uretiyoruz / We Produce The World’s Valve

SOYVALVE

Cek Vana(Diiz Tip) / Lift Check Valve(Straight Type)
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NO PARGAADI PART NAME MATERIAL DN @D Bk Qg L b H STROK @dxn KG
1 GOVDE BODY GGG40.3/ GG25 15 95 65 45 130 14 64 Tt 14x4 3.5
2 siT SEAT Alu Bronze/AlIS| 420 20 105 75 58 150 16 64 7 14x4 4
3 KAPAK BONNET GGG40.3 25 115 8 68 160 16 67 9 14x4 5
4 ML STEM AIS| 420/MS58 32 140 100 78 180 18 72 10 18x4 8
5 YAY SPRING el 40 150 110 88 200 18 84 12 184 9
8 _KLARE DISE RGSTAIS| 420 50 165 125 102 230 20 89 18 18x4 13
; gm:: EOA“:':ET :':';f:g_ 65 185 145 122 290 20 100 20  18x4 185
80 200 160 138 310 22 106 22 18x8 20
100 220 180 158 350 24 134 27 18x8 32
125 250 210 188 400 26 151 32 18x8 47
150 285 240 212 480 26 196 42 228 72
200 340 295 268 600 30 246 52  22x12 10
250 405 355 320 730 32 242 65  26x12 140
300 460 410 370 850 32 282 78  26x12 230
350 520 470 430 980 36 380 100  26x16 430
400 580 525 482 1100 38 420 115 29,5x16 482
UYGULAMA ALANLARI / APPLICATIONS RENKLER / COLORS:

DENIZ SUYU, TATLI SU, YAG VE 220°C KADAR BUHAR DEVRELERINDE ~ PIK DOKUM VANALAR / GREY CAST IRON VALVES : MAVI / BLUE
SEAWATER, FRESH WATER, OIL AND STEAM UP TO 220°C SYSTEMS SFERO DOKUM VANALAR / DUCTILE IRON VALVES : ZEYTIN YESIL / OLIVE GREEN
SERTIFIKALI VANALAR / CERTIFICATE VALVES : LACIVERT / ULTRAMARINE BLUE

CALISMA SARTLARI / WORKING CONDITIONS: DIN 2401

BAGLANTILAR / ENDS; DIN EN 1092-2

CALISMA SICAKLIGI / WORKING TEMP.: -10°C/220°C

CALISMA BASINCI / WORKING PRESSURE : PN16 FACE TO FACE DIMENSIONS TS EN 558-1

HTepHeT: www.tisys.ru  www.tisys.kz www.lisys.by www.tesec.ru www.Tu-cuctemc.p
TenedoHbl: +7 (495) 7774788, 7489626, (925) 5007155, 54, 65 On. nouta: info@tisys.ru info@tisys.kz info@tisys.by





